K-FLASCHENDRUCKR 200 GASE
Perynatop nasneHus B 6annoHe, gasnexHune B 6ake 200 6ap, ons

op ey HANSAVFLEX

CsolicTBa

MaHomeTp o6bema 0 - 200/315 bar (max. cylinder pressure 200
bar), 0 - 300/400 bar (max. cylinder pressure
300 bar), 0 - 18/40 bar for acetylene

Matepuan Hedopmumpyemasn natyHb

Mopkniouenue 6annoHa  Yoke

Yka3aHue
|-|p0LIVIe OaHHbl€ TONbKO MO 3anpocy.

OnucaHve

Single-stage type of construction acc. to DIN EN ISO 2503, with shut-off valve and safety valve as well as pressure gauges for the cylinder contents
and working pressure.

U3pgenue

HaumeHoBaHne Bug rasa Paboyee naBnexuve, 6ap
K- 07 25 07 13 Acetylene 0-1,5bar

K- 07 25 07 21 Hydrogen, methane, illuminating gas, natural gas 0-10,0 bar

3anacHble YacTu
K-MANO SCHWEISSTECHNIK Content pressure gauge

K-MANO SCHW Pressure gauges for welding
K-SCHUTZKAPPE MANOMETER  3awutHble Konnayku

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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