K-FI AK KOH PC-BEHAE SCHUTZK HANSA
Activated carbon filters HANSA[/ FLEX

CsoiicTBa
BxogHoe naBneHue 0-16 bar

O6nactb TeMnepartyp -10 °C to +50 °C

Pa6o4ne cpegpl CxaTbli BO3AyX

CoepunutenbHas pesbba  Material: Die-cast zinc

EmkocTb Polycarbonate (with bayonet lock)

dunbTpylowuii aneMeHT  Activated carbon
Kopnyc Material: Grivory® (PA 66)
3awmTHas ceTka Polyamide

OctatouHoe cogepkanme  0.005 mg/m3, class 0 acc. to DIN ISO
8573-1

Namepenue pacxopa Bospyxa At P2 = 6 bar and pressure drop Ap = 0.5
bar

YkasaHue
[Mpoune aaHHbIe TOMNBKO MO 3anpocy.

OnucaHue
Activated carbon filters in modern design for compliance with strict compressed air purity requirements.<br<Activated carbon filters are used to
absorb oil vapour up to a residual oil content of 0.005 mg/m3 from compressed air and gases.

N3penue
HanmeHoBaHune Pesbba Pacxog A B C
(L/min) (mm) (mm)
K- 07 25 10 41 G1/4 500 52,0 157,0 mm 34,0
K- 07 25 10 42 G 3/8 500 52,0 157,0 mm 34,0
K- 07 25 10 43 G 3/8 1600 63,0 183,0 mm 42,5
K- 07 25 10 44 G1/2 1600 63,0 183,0 mm 42,5
K- 07 25 10 23 G 3/4 3000 85,0 240,5 mm 58,0
K- 07 25 10 24 G1 3000 85,0 240,5 mm 58,0

3anacHble YacTtu
K-HALTERBAUSATZ HANSA Holder HANSA
K-ERSATZBEHAELTER HANSA POLY  Spare tank HANSA polycarbonat

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
17.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



