K-BEFUELLEINHEIT 230V AC HANSA

Filling units, electrically operated, with 230 VAC / 5= Hz solenoid,

adjustable filling time

HANSAVFLEX

CsoiicTBa
BxogHoe naBneHue

2-10 bar

O6nactb TeMnepartyp

-10°Cto +50 °C

PaGouue cpeabl

CxaTblii BO3AyX

e

fiﬁc

MoujHOCTb 3aTXKU NPU NePeMeHHOM HanpsbkeHun 50 My 2,2 VA |
MpoponXUTenbHOCTb BKIIOYEHUS ED 100 % & ! ’ ! ] __D
MopknioueHMe K aNeKTpoceTH Connector type C, I1SO 15217, 2 : ] . AN
poles +PE : ! |
Ha npu 50 My 1 76 VA
| = [
MoTpebnsiemass MOWHOCTL NOCT. TOK 25 W
CteneHb 3awWuThbl IP 65
CoegunutenbHas pesbba Material: Die-cast zinc
Kopnyc Material: Grivory® (PA 66)
MNamepeHue pacxopa Bo3agyxa At P2 = 6 bar, pressure drop Ap
=1 bar
YkasaHue
[Mpoyne aaHHbIe TOMNBKO MO 3anpocy.
OnucaHwue
The filling unit protects devices connected downstream by ensuring a gradual build-up of pressure. The unit consists of a 3/2-way valve and a filling
valve (start-up valve). It is connected and disconnected by means of the 3/2-way valve. The filling time can be altered by turning the adjusting
screw.
YKasaHus no sakasy
Filling units are also available with coil 110 V AC, 50 Hz and in a pneumatically operated version. Please ask for more information.
N3penue
HanmeHoBaHue Pe3bba OTBoOf, Pacxoa A B C D
(L/min) (mm) (mm) (mm)
K- 07 25 11 03 G 1/4 1/4 1300 104,0 117,8 mm 84,8 33,0
K- 07 25 11 04 G 3/8 1/4 1300 104,0 117,8 mm 84,8 33,0
K- 07 2511 29 G 3/8 1/2 3400 126,0 150,3 mm 93,8 56,5
K- 07 25 11 30 G1/2 1/2 3400 126,0 150,3 mm 93,8 56,5
K- 07 25 11 51 G 3/4 1/2 8750 170,0 177,7 mm 110,7 67,0
K- 07 25 11 52 G1 1/2 8750 170,0 177,7 mm 110,7 67,0
MpyHagnexHocTK
K-SCHALLDAE SINTERBR S Silencers, sintered bronze, slotted
K-SCHALLDAE SINTERBR GE MS81  Silencers, sintered bronze, with brass hexagon nut and brass thread
3anacHble YacTu
K-HALTERBAUSATZ HANSA Holder
HANSA
Replacement
K-VORSTEUERVENTIL HANSA  solenoid
HANSA
K-GERAETESTECKER FORM C  Connector
HecmoTps Ha TLaTenbHyro MpoBEPKY Mbl HE MOXET UCKITIOYNUTL OLLMBKU, MOSTOMY Mbl He bepem Ha cebsi OTBETCTBEHHOCTb 3a COAepXKaLLyroCcsl MHGopMaLMo.
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