K-3/2-BKR HANSA
Ball valves HANSAVFLEX

CBolicTBa
BxogHoe naBneHue 0-16 bar

O6nactb TeMnepartyp -10 °C to +50 °C

Pa6o4ne cpegpl CxaTbli BO3AyX

CoepunutenbHas pesbba  Material: Die-cast zinc
Kopnyc Material: Grivory® (PA 66)

Nsmepenue pacxona Bosgyxa At P2 = 6 bar, pressure drop Ap = 1 bar
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YkasaHue
|_|p0LIVIe OaHHbl€ TONbKO MO 3anpocy.

OnucaHve

Closable ball valve in 3/2-way design, mechanically actuated. Toggle 90° rotatable and with switch position indicator: Traverse: Inlet port blocked -
outlet port exhausted

Longitudinal: Inlet port and outlet port connected - exhaust blocked. Exhaust air can be collected.

HdononHutenbHasa MHpopmaLms
The price does not include a padlock. Please order separately.

Nspenue
HavmeHoBaHue Pesbba OtBog Pacxon A B C
(L/min) (mm) (mm)
K- 07 25 11 23 G1/4 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 24 G3/8 1/4 1900 52,0 87,5 mm 54,5
K- 07 25 11 43 G3/8 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 44 G172 1/2 11000 63,0 127,0 mm 70,5
K- 07 25 11 45 G3/4 3/4 25000 85,0 144,7 mm 93,7
K- 07 25 11 46 G1 3/4 25000 85,0 144,7 mm 93,7

MpuHaanexHocTu
K-VORHAENGESCHLOSS  Padlock

3anacHble YacTu
K-HALTERBAUSATZ HANSA  Holder HANSA

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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