K-FIILTER INLINE

HANSAVFLEX

Filters

CBolicTBa

BxopgHoe naBneHne Max. 18 bar

O6nactb Temnepatyp 0 °C to +80 °C

ToukocTb unbTpaumn 36,00 um A SwW

dunbTp Nickel-plated brass

Kopnyc Brass

ocTtanbHble aetanu  NBR

YkasaHue

[Mpoune aaHHbIEe TOMNBKO MO 3anpocy.

OnucaHue

For integration in a pneumatic system if different system <br>sections or tools require different air qualities.

Nspenue

HaumeHoBaHne Pesbba A L SW
(mm) (mm) (mm)

K- 07 25 05 72 G 1/8 female/female 16,0 36,0 17

K- 07 25 05 73 G 1/4 female/female 18,0 41,0 19

K- 07 25 05 74 G 3/8 female / female 22,0 53,0 24

K- 07 25 05 75 G 1/2 female/female 28,4 62,0 30

K- 07 25 05 76 G 1/8 female/male 16,0 36,0 17

K- 07 25 05 77 G 1/4 female/male 18,0 41,0 19

K- 07 25 05 78 G 3/8 female / male 22,0 53,0 24

K- 07 25 05 79 G 1/2 female/male 28,4 62,0 30

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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