K-GERAETESTECKER FORM C
Connedtor HANSAVFLEX

OnucaHue

Connector

Uspenue

HaumeHoBaHue Onucanue Tunopasmep
K- 07 25 18 08 Connector 1

flBnsieTca 3anacHoOW 4acTbio K creaylwuM n3aenusam

K-WV 3/2 ELK 24 VDC HANSA 3/2-way valves, electrically operated, with 24 VDC / 2.5 W solenoid

K-WV 3/2 ELK 230 VAC / 50HZ HANSA  3/2-way valves, electrically operated, with 230 VAC / 50 Hz solenoid
K-BEFUELLEINHEIT 24VDC HANSA  Filling units, electrically operated, with 24 VDC / 2.5 W solenoid, adjustable filling time
K-BEFUELLEINHEIT 230V AC HANSA  Filling units, electrically operated, with 230 VAC / 5= Hz solenoid, adjustable filling time

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
07.08.2025 HANSA-FLEX AG www.hansa-flex.com 1



