K-DAZ
Pressure indicators, pipe - pipe HANSA[/FLEX

CBoiicTBa
Pabouee paBneHume 2 -10 bar

O6nactb Temnepatyp -20 °C to +60 °C

Kopnyc Technopolymer

BHyTpeHHue aetanu  nickel-plated brass, brass, \ntechnopolymer,
stainless steel

HabusouHbiit MaTepuan  HUTPUNbHLINA Kay4yk
MoHTax Wall mounting (housing with drilled holes)

Bracket mounting (mounting bracket available)
Panel mounting (with bracket or lock nut)

Cumeon on the housing

YkasaHue
[Mpoyre gaHHbIE TONBKO NO 3anpocy.

Onucanve

A carefully selected assortment of products for installation in pneumatic circuits. These small, highly efficient components allow all pneumatic
functions to be implemented anywhere in the circuit. The series has an ultramodular design. <br>All components can be installed In parallel, In
series, In a mixed parallel / serial configuration. Available as Pipe / pipe connection with two plug connectors Thread / pipe connection, with one
plug connector and one nickel-plated brass thread.

WNapenue

HanmeHoBaHune Pe3bba ans wnaHra @ A B |
(mm) (mm) (mm) (mm)

K- 07 1505 75 - 6 494 37,0 14,6

K- 07 15 05 76 - 8 57,3 41,0 18,7

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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