K-MAGV MINI

Miniature solenoid valves 15 mm

HANSAVFLEX

CaoiicTBa
Pa6oune cpeppbl

Filtered, unlubricated compressed
air

[vanasoH gasneHui

0 - 7 bar (NC) with silver plate at
manual override
0 - 5 bar (NO) with black plate at
manual override

CoepuHeHne

In manifold base

O6nactb TeMnepartyp

-5°Cto+45°C

AnuTenbHoCTL TOr TOro

10 - 12 ms (depending on
pressure)

MolHOCTb KaTyLIKK

25W

MaTepuan

MnacTtmacca

HabuBouHbIii MaTepuan

NBR, stainless steel

YkasaHue

[Mpoune aaHHbIE TOMBKO MO 3anpocy.

OnucaHne
Directly controlled 3/2-way solenoid valves specially designed for pneumatic applications. These valves are provided with a flange for assembly on an
individual base or multiple manifold base. They feature a monostable manual operator. The scope of supply includes two fixing bolts and a flange

gasket. The coils can be turned 180°.

HononHutenbHas nHpopmayus
Important: The scope of supply does not include a connector. Please order separately.

Uapenue

HaumeHoBaHue DyHKUMA HanpspkeHne CoeaunHeHue H B
(mm) (mm)
K-07 1514 18 NC 24V DC Cable (30 cm) 42,0 15,0
K-07 1514 19 NC 24V DC for system plug 42,0 15,0
K- 07 15 14 20 NC 12V DC Cable (30 cm) 42,0 15,0
K- 07 1514 21 NC 12V DC for system plug 42,0 15,0
K- 07 15 14 22 NO 24V DC Cable (30 cm) 42,0 15,0
K- 07 15 14 23 NO 24V DC for system plug 42,0 15,0
K-07 1514 24 NO 12V DC Cable (30 cm) 42,0 15,0
K-07 1514 25 NO 12V DC for system plug 42,0 15,0

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.

26.03.2026

HANSA-FLEX AG

www.hansa-flex.com



