K-PNEU LOGIKELEMENTE
Pneumatic logic elements HANSA[/FLEX

CeolicTBa

Pa6ouee pnaBnexune OR-AND: 1.5-8 bar, NOT: 0.4-6 bar, YES -
MEMORY: 0.0-8 bar (pilot pressure from
1.5-8 bar)

O6nactb TeMnepartyp -10 °C to +60 °C

CoepnuHeHune Push-in fitting for 4 mm pipe

O6bem pacxopa 100 I/min (at 6 bar and Ap = 1 bar)

HoMuHanbHbI O 2,7 mm

BosBpar B ucxoaHoe T OR - AND: by compressed air, MEMORY:
by air, YES - NOT: by mechanical spring

Martepuan Technopolymer

3acnoHka Aluminium

HabuBouHbli MaTepuan  HUTPUIbHbIVA Kayyyk

YkasaHue
[Mpoune aaHHbIE TOMBKO MO 3anpocy.

OnucaHue

Pneumatic logic elements are available with five different functions: OR, AND, NOT, YES, MEMORY. All elements have an adapter for the Q-rail (DIN EN
50022) integral with the body.

WNapenue
HaumeHoBaHue DyHKUMA BeicoTa OnuHa
(mm) (mm)
K- 07 1513 77 OR 40 38,5
K- 07 151378 AND 40 38,5
K-07 151379 NOT 40 55,2
K- 07 15 13 80 YES 40 55,2
K- 07 15 13 81 MEMORY 41 89,5

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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