K-FI AK KOH O DIFFERENZ MANO
Activated carbon filters without differential pressure gauge HANSA[/ FLEX

CeolicTBa

BxopgHoe gasneHune Min. 4 bar, Max. 16 bar
i ° 0 -2 bar

Kopnyc, dounbTpoBasnbHas eMKocTb  Aluminium

TemnepaTypa okpyxawowen cpeanl  +5 °C to +60 °C

F1

CMeHHbIl punbTpylolnin aneMeHT  Activated carbon

OcTaTto4Hoe copepxaHue 0.005 mg/m3 Y
WsmepeHne pacxona Bosayxa At P1 = 6 bar and pressure drop " || | |
Ap =0.5% e
I
YkasaHue

[Mpoyre gaHHbIEe TONBLKO No 3anpocy.

OnucaHue

Suitable for all applications where the standard centrifugal separators do not afford the desired efficiency. The pre-filters and micro-filters are
equipped with an automatic drain valve. All devices can be supplied with or without a differential pressure gauge. The differential pressure gauge
indicates the degree of contamination of the filter element as a function of the pressure drop.

Uspenue

HaumeHoBaHue Pe3bba Pacxopn A B2 C D
(L/min) (mm) (mm) (mm) (mm)

K- 07 25 13 26 G1/4 500 82,5 248,0 57,0 263,0

K- 07 25 13 27 G 3/8 500 82,5 248,0 57,0 263,0

K- 07 25 13 28 G1/2 500 82,5 248,0 57,0 263,0

K- 07 25 13 29 G 3/4 1000 82,5 318,0 57,0 403,0

K- 07 25 13 30 G1 1500 118,0 333,0 72,0 368,0

K- 07 25 13 31 G11/4 2650 118,0 433,0 72,0 568,0

K- 07 25 13 32 G11/2 4150 118,0 533,0 72,0 768,0

K- 07 25 13 33 G2 6650 118,0 723,0 72,0 1148,0

3anacHble YacTu

K-FILTERELEMENT SONDER Filter element

K-VERBINDUNGELEMENTE SOND  Connecting sets

K-HALTERBAUSATZ Holder

K-AUTOMAT ABLASSVENTIL Automatic drain valve

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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