K-L-RINGSTUECK
Ring nipples, single HANSA[/FLEX

CsoiicTBa L1

Pa6ouee aaBneHue nynbcupyiowee Max. 10 bar

OaBneHune Max. 15 bar (depending on pipe quality)

nogxopswwii matepuan ana 1py6  PVDF, PTFE, stainless steel, PA, PU L'

Hopma G thread acc. to DIN EN ISO 228-1 L2 — e

Temnepatypa okpyxaiowei cpeasl 20 °C to max. +150 °C (depending on |—| —
pipe quality and diameter)

MaTepuan HepxaBetowasa ctanb 1.4404

HabusouHblii MaTepuan FKM

YkasaHue

[Mpoyre gaHHbIEe TONBLKO No 3anpocy.

OnucaHve

For use with aggressive media and in areas with corrosive outside influences, in the food processing industry and in hygienic and sanitary
applications.

NU3penue
HavmeHoBaHve Pe3bba ONs HapyXHoro @ wnaHra L1 L2
(mm) (mm)
K- 07 40 47 10 G1/8 4 mm 19,5 15,0
K- 07 40 47 11 G1/8 6 mm 22,0 15,0
K- 07 40 47 12 G1/8 8 mm 22,5 15,0
K- 07 40 47 08 G1/4 6 mm 23,5 17,0
K- 07 40 47 09 G1/4 8 mm 24,0 17,0
K- 07 40 47 07 G 1/4 10 mm 27,0 17,0
K- 07 40 47 13 G 3/8 10 mm 29,0 20,0
K- 07 40 47 14 G 3/8 12 mm 31,0 20,0
K- 07 40 47 06 G1/2 12 mm 33,0 24,0

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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