K-WTST SAFETY BK SCHA AN DR HANSA

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and pressure regulator

HANSAVFLEX

CBoiicTBa - A
BxogHoe naBneHue 2.5-16 bar f
BbixoagHoe faBnexHue 0.5-8bar g

O6nactb TeMnepartyp

-10 °C to +50 °C

Pa6oune cpeppbl

CxaTblii BO3AYX

HabuBouHblii MaTepuan

HWUTpUnbHBLIN Kayyyk

CoepuHuTensHas peabba

Material: Die-cast zinc

EmKoCTb

Polycarbonate (with bayonet lock) and
bowl guard

OuUnbTPyIOW A SNEeMEHT

Cellpor (PE) 5 um

Kopnyc

Material: Grivory® (PA 66)

MemGpaHa

NBR

Pacxop cob6cTBeHHOro Bosgyxa

Max. 1.5 I/min (depending on
secondary pressure)

UamepeHue pacxopaa BO3gyxa

At P1 =10 bar, P2 = 6.3 bar and
pressure drop Ap = 1 bar

Ci BOHT LlapoBoif kpaH

Silencer

YkasaHue

[Mpoyre AaHHble TONBLKO NO 3anpocy.

OnucaHve

These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

YkasaHus no 3akasy

The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball
valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

Nspnenue
HaumeHoBaHue Pe3bba [nanasoH perynupoBaHus Pacxopn A B C
(L/min) (mm) (mm)
K- 07 25 15 20 G 1/4 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 21 G 3/8 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 22 G 3/8 2.5 -8 bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 23 G1/2 2.5-8bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 24 G 3/4 2.5-8bar 10000 255,0 191,0 mm 137,0
K- 07 25 15 25 G1 2.5-8bar 10000 255,0 191,0 mm 137,0
MpuHagnexHocTK
K-STECKSCHLOSS Key lock

K-VORHAENGESCHLOSS  Padlock

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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