K-BKR ELK 24VDC

Stainless steel ball valves with electric actuator 24 VDC

HANSAVFLEX

CBolicTBa
Temnepatypa cpegnbl

-20°Cto+70°C

Pa6Gouee paBneHue

max. 63 bar (depending on
temperature and nominal size)

MpoaonkUTenLHOCTb BKMIOYEHMS

ED 30 %

BnaxHocTb BO3agyxa

30 % to 95 %

MonoxeHnUs BKNOYEeHUsA

Manually operated

CreneHb 3awuThbl

IP 67

BpeMSl nosuvymoHupoBaHus

13 sec. = 230 VAC, 50 Hz
15 sec. =24 VDC

Temnepatypa okpyxatoLeii cpea

o1 -20 °C go +60 °C

[abapuTHasa gnuHa

DIN 3203 - M3

MoHTaxHbIli pnaHel,

ISO 5211

Kopnyc

Aluminium, powder-coated

LLlapoBoii kpaH

Stainless steel 1.4401/1.4408

YnnoTHeHue wapa

PTFE, glass fibre-reinforced

CanbH1KOBO® YNNOTHBHNE NepeKNYeHns

PTFE, glass fibre-reinforced

YkasaHue

Mpoyre AaHHbIE TOMBKO MO 3anpocy.

OnucaHve

Voltage range 230 VAC, 50 Hz or 24 VDC. <br>Reversible electric rotary actuator.

Mspenue
HaumeHoBaHue ]\ Pe3bba A B D L SW
(mm) (mm) (mm) (mm) (mm)
K- 07 30 20 70 15 Rp 1/2 152,0 191,0 24,0 75,0 29
K- 07 30 20 71 20 Rp 3/4 152,0 195,0 26,0 80,0 35
K- 07 30 20 72 25 Rp 1 152,0 203,0 29,0 90,0 41
K- 07 30 20 73 32 Rp 1 1/4 152,0 209,0 36,0 110,0 50
K- 07 30 20 74 40 Rp 11/2 152,0 219,0 40,0 120,0 58
K- 07 30 20 75 50 Rp 2 152,0 275,0 48,0 140,0 72

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.

30.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



