K-RD STUECKE 241 AG IG
Reducing bushes 241, male/female HANSA[/FLEX

CeoiicTBa

MoBepxHOCTb Hot dip galvanised

O6nactb Temnepatyp  -20 °C to +300 °C (at 20 bar)

CoepunutensHas pesbba  acc. ISO 7-1 1
Martepuan Black malleable iron B350-10, design symbol A

Oonyck DIN DVGW

YkasaHue

[Mpoyre gaHHbIEe TONBLKO No 3anpocy.

OnucaHue

Acc. to DIN EN 10242 (formerly DIN 2950). The classic - and the most popular - screw fitting series for pipe construction. These fittings are
characterized by their high mechanical strength and surface quality to DIN 2444. They are completely coated with a layer of pure zinc and are
therefore suitable for drinking water. They are also protected against rust. The fittings are used in pipe construction, plumbing and gas
installations as well as a wide range of industrial applications.

[dononHutenbHaa uHpopmaums
Further types and dimensions on request.

Uspenue

HaumeHoBaHue Pe3bba 1 Pe3bba 2
K- 07 40 37 58 R 3/8 Rp 1/4
K- 07 40 37 48 R1/2 Rp 1/4
K- 07 40 37 49 R 1/2 Rp 3/8
K- 07 40 37 56 R 3/4 Rp 1/4
K- 07 40 37 57 R 3/4 Rp 3/8
K- 07 40 37 55 R 3/4 Rp 1/2
K- 07 40 37 39 R1 Rp 3/8
K- 07 40 37 37 R1 Rp 1/2
K- 07 40 37 38 R1 Rp 3/4
K- 07 40 37 47 R11/4 Rp 3/8
K- 07 40 37 45 R11/4 Rp 1/2
K- 07 40 37 46 R11/4 Rp 3/4
K- 07 40 37 44 R11/4 Rp 1

K- 07 40 37 43 R11/2 Rp 3/8
K- 07 40 37 41 R11/2 Rp 1/2
K- 07 40 37 42 R11/2 Rp 3/4
K- 07 40 37 40 R11/2 Rp 1

K- 07 40 37 59 R11/2 Rp 11/4
K- 07 40 37 53 R2 Rp 1/2
K- 07 40 37 54 R2 Rp 3/4
K- 07 40 37 50 R2 Rp 1

K- 07 40 37 52 R2 Rp11/4
K- 07 40 37 51 R2 Rp11/2
K- 07 40 40 94 R21/2 Rp11/2
K- 07 40 51 84 R21/2 Rp 2

K- 07 40 51 85 R3 Rp 11/2
K- 07 40 51 86 R3 Rp 2

K- 07 40 51 87 R3 Rp 2 1/2

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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