K-WV 3/2 LB NAMUR
3/2-way spool valves with NAMUR style interface, NC HANSA[/ FLEX

CBolicTBa
Pa6oune cpeppbl Air, neutral gases, filtered
Pabouyee paBneHue 1.5to0 10 bar

PabGouas Temnepatypa -20 °C to +70 °C

Mopakniovenme k anektpoceth  Plug connector PG 9

Bxoaut B komnnekt noctask  Plug connector PG 9, 1 coding pin, 2 O-
rings, 2 fixing screws

Motpebnaemas mowHocTs 3 W=/5 VA~

Kopnyc Aluminium, anodised

3acnoHka Stainless steel

HabuBouHblii MaTepuan  HWUTpUbHBIA kKaydyk

YkasaHue
[Mpoune aaHHbIe TOMNBKO MO 3anpocy.

OnucaHve

3/2 and 5/2-way spool valves, monostable, with air purging function and pneumatic spring return. With latching manual operator and optional outgoing
air restriction.

Two or three-piece service units with excellent flow rates in modern design. <br>Lockable diaphragm pressure regulator with secondary ventilation, oil
can be filled without interrupting operation.<br>

Uspnenue

HanmeHoBaHue Hanpsi»keHune CoeanHeHne D]\ Pacxop
(L/min)

K- 07 15 00 03 230V, 50 Hz G 1/4 7 1250

K- 07 15 00 04 24V DC G 1/4 7 1250

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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