K-NEBELOELER PC-BEHAELTER S VARIOBL
Oil-mist lubricators with polycarbonate bowl and bowl guard HANSA[/FLEX

CaoiicTBa I A_f___
BxopHoe naBsneHne Max. 16 bar (polycarbonate bowl), Max.

20 bar (metal bowl) c
Temnepatypa cpegbl max. 50 °C 1
Temnepatypa okpyxkaioweii cpeasl  Max. 50 °C (polycarbonate bowl), Max. ! [

80 °C (metal bowl)
HabusoyHblii MaTepuan HWUTpUnbHbBIN Kayyyk

Kopnyc Die-cast zinc

KanenbHas Hacapka PA

Mapka macna CL 32 acc. to DIN 51517 - ISO VG 32

MsmepeHnune pacxoga Bosgyxa At P1 = 6 bar and pressure drop Ap =1
bar

YkasaHue

[Mpoyne aaHHbIEe TONBLKO No 3anpocy.

OnucaHve
Proportional lubricators, oil can be filled under pressure. Approved series in modern industrial design, with the following key benefits: Simple
handling, Convenient modular assembly thanks to innovative fasteners, Excellent flow values.

YKasaHusa no 3akasy
Oil-mist lubricators are also available with bowl guard or metal bowl.

N3penue
HavmeHoBaHune Pesbba Pacxon A B C
(L/min) (mm) (mm)
K- 07 25 22 87 G1 7500 124,0 224,0 mm 57,0
K- 07 25 22 88 G 3/4 7500 70,0 224,0 mm 57,0
K- 07 25 22 89 G1/2 4600 70,0 224,0 mm 57,0
K- 07 25 22 90 G 3/8 4400 48,0 171,0 mm 52,0
K- 07 25 22 91 G 1/4 3400 48,0 171,0 mm 52,0

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
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