K-GMM U1

Glycerine-filled pressure gauges, connection radial on bottom

HANSAVFLEX

CeolicTBa

Tun 213.40

WcnonHeHue MaHomeTpbI ¢ Tpy64aTON NPYXUHOW C
rNINLEPUHOBbLIM HanoMHEHNEM

MpumeHeHune For gaseous or liquid media which do not

corrode copper alloy,do not have high
viscosity and do not crystallise

Knacc kavecTtBa

1,0

TemnepaTypa cpefbl

makc. +60 °C

Temnepatypa okpyxaiollei cpefbl

ot -20 °C pgo +60 °C

YnnotHuTenbHoe konbLo 6ypTuka

CrNi steel

Kopnyc

Pressed brass

YyBCTBUTENbHbIA 3NEMEHT

Copper alloy (d 63), Copper alloy < 100
bar\nCrNi steel 1.4571 = 100 bar (@ 100)

CMOTpPOBOE CTEKIO

Plexiglass

CTpenoyHblii MEXaHU3M

Copper alloy

Yka3saHue

[Mpoyre gaHHbIEe TONBbKO NO 3anpocy.

OnucaHue

[ns Toyek 3aMepoB C BbICOKUMU AUHAMUYECKUMU CXUMAIOLLIMMUN Harpyskamu n Bl/16paLWIF|MI/1

Uspenue
HanmeHoBaHue [nanasoH namepeHuin (%] CoegunHeHne
(mm)

K- 07 20 02 32 -1/0.0 bar 100,0 G 1/2"
K- 07 20 02 33 -1/+0.6 bar 100,0 G 1/2"
K- 07 20 02 34 -1/+1.5 bar 100,0 G 1/2"
K- 07 20 02 35 -1/+3.0 bar 100,0 G 1/2"
K- 07 20 02 36 -1/+5.0 bar 100,0 G 1/2"
K- 07 20 02 37 -1/+9.0 bar 100,0 G1/2"
K- 07 20 02 38 -1/+15.0 bar 100,0 G 1/2"
K- 07 20 02 39 0-0.6 bar 100,0 G 1/2"
K- 07 20 02 40 0-1.0 bar 100,0 G 1/2"
K- 07 20 02 41 0-1.6 bar 100,0 G 1/2"
K- 07 20 02 42 0-2.5bar 100,0 G 1/2"
K- 07 20 02 43 0-4.0 bar 100,0 G 1/2"
K- 07 20 02 44 0-6.0 bar 100,0 G1/2"
K- 07 20 02 45 0-10.0 bar 100,0 G 1/2"
K- 07 20 02 46 0-16.0 bar 100,0 G 1/2"
K- 07 20 02 47 0-25.0 bar 100,0 G 1/2"
K- 07 20 02 48 0 -40.0 bar 100,0 G 1/2"
K- 07 20 02 49 0 -60.0 bar 100,0 G 1/2"
K- 07 20 02 50 0-100.0 bar 100,0 G 1/2"
K- 07 20 02 51 0-160.0 bar 100,0 G 1/2"
K- 07 20 02 52 0 - 250.0 bar 100,0 G1/2"
K- 07 20 02 53 0 -400.0 bar 100,0 G 1/2"
K- 07 20 02 54 0 -600.0 bar 100,0 G 1/2"
K- 07 20 02 55 0-1000.0 bar 100,0 G 1/2"

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
www.hansa-flex.com
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