K-DURCHGANGSVERTEILERDOSE
Through porting box with through-hole thread, PN 15 HANSA[/FLEX

CBoiicTBa
Pabouyee paBsneHue Max. 15 bar

KpyTawmi MOMeHT kpennennss 4 Nm

KpyTsiwmit MomeHT MS-peabbbl 12 Nm

O6nacTb Temneparyp -10 °C to +50 °C

Kopnyc Glass fibre-reinforced plastic
Pesbba Brass
YkasaHue

[Mpoyre gaHHbIEe TONBLKO No 3anpocy.

OnucaHve

1, 2 or 3-way porting boxes made of high-strength glass fibre-reinforced plastic for a wide range of applications. Available with up to 3 couplings
and 2 inlet thread sizes. Optional through-hole thread at the bottom to facilitate the passage of the medium. All porting boxes have a robust, brass
threaded insert for high tightening torques, TUV certified. Suitable for almost any pneumatic application.

Nspenue

HaumeHoBaHue Pe3bba Ha BXoge I'Ipoxquaﬂ pe3b6a Coe,quMTeanaﬂ pe3b6a
K- 07 40 48 04 G1/2" G1/2 1xG1/2

K- 07 40 48 05 G1/2" G1/2 2xG1/2

K- 07 40 48 06 G1/2" G1/2 3xG1/2

K- 07 40 48 07 G 3/4" G 3/4 1xG1/2

K- 07 40 48 08 G 3/4" G 3/4 2xG1/2

K- 07 40 48 09 G 3/4" G 3/4 3xG1/2

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
03.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



