
K-FI REG MANO HANSA PRO
Filter regulator, HANSA PRO2 with manual/semi-automatic
condensate drain and pressure gauge, HANSA PRO

Несмотря на тщательную проверку мы не может исключить ошибки, поэтому мы не берем на себя ответственность за содержащуюся информацию.
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Свойства
Температура среды -10 °C to +50 °C
Температура окружающей среды -10 °C to +50 °C
Рабочие среды Сжатый воздух
Модель Diaphragm pressure regulator with

relieving, centrifugal filter
Способ крепления Line mounting, panel mounting, mounting

kit or wall mounting
Управление/стопорный элемент lockable handwheel
Расположение Vertical, drain down
Тонкость фильтрации 5,00 μm
Присоединение для манометра G 1/4 i
макс. объем конденсата 49 cc
Номинальный расход G 1/2 5.200 l/min (P1 = 10 bar, P2 = 6,3 bar/

Delta P = 1 bar)
Номинальный расход G 3/8 4.300 l/min (P1 = 10 bar, P2 = 6,3 bar/

Delta P = 1 bar)
PE макс. 4 Pa 0,5 - 8 bar (Standard)Pa 0,1 - 1 barPa

0,1 - 2 barPa 0,2 - 4 barPa 0,5 - 10 barPa
0,5 - 16 bar

PE макс. 6 16 bar
Фильтрующий элемент Cellpor
Корпус PA66
Мембрана, уплотнения Ms/NBR/PA6

Изделие
Наименование Соединение Диапазон

регулирования
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Емкость Типоразмер Отвод конденсата

 
K- 07 25 21 60
K- 07 25 21 61
K- 07 25 21 62
K- 07 25 21 63
K- 07 25 21 64
K- 07 25 21 65
K- 07 25 21 66
K- 07 25 21 67
K- 07 25 21 68
K- 07 25 21 69
K- 07 25 21 70
K- 07 25 21 71
K- 07 25 21 72
K- 07 25 21 73
K- 07 25 21 74
K- 07 25 21 75
K- 07 25 21 76
K- 07 25 21 77
K- 07 25 21 78
K- 07 25 21 79
K- 07 25 21 80
K- 07 25 21 81
K- 07 25 21 82
K- 07 25 21 83

G 3/8 i
G 3/8 i
G 3/8 i
G 3/8 i
G 3/8 i
G 3/8 i
G 1/2 i
G 1/2 i
G 1/2 i
G 1/2 i
G 1/2 i
G 1/2 i
G 3/8 i
G 3/8 i
G 3/8 i
G 3/8 i
G 3/8 i
G 3/8 i
G 1/2 i
G 1/2 i
G 1/2 i
G 1/2 i
G 1/2 i
G 1/2 i

0.1 - 1 bar
0.1 - 2 bar
0.2 - 4 bar
0.5 - 8 bar
0.5 - 10 bar
0.5 - 16 bar
0.1 - 1 bar
0.1 - 2 bar
0.2 - 4 bar
0.5 - 8 bar
0.5 - 10 bar
0.5 - 16 bar
0.1 - 1 bar
0.1 - 2 bar
0.2 - 4 bar
0.5 - 8 bar
0.5 - 10 bar
0.5 - 16 bar
0.1 - 1 bar
0.1 - 2 bar
0.2 - 4 bar
0.5 - 8 bar
0.5 - 10 bar
0.5 - 16 bar

0 - 1,6 bar
0 - 2,5 bar
0 - 6 bar
0 - 10 bar
0 - 16 bar
0 - 25 bar
0 - 1,6 bar
0 - 2,5 bar
0 - 6 bar
0 - 10 bar
0 - 16 bar
0 - 25 bar
0 - 1,6 bar
0 - 2,5 bar
0 - 6 bar
0 - 10 bar
0 - 16 bar
0 - 25 bar
0 - 1,6 bar
0 - 2,5 bar
0 - 6 bar
0 - 10 bar
0 - 16 bar
0 - 25 bar

polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
polycarbonate with protective cage
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display
zinc with visual display

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2

manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic
manual / semi-automatic


