K-DRUCKVERST MANO SCHALLD W VBA
Booster Regulator, pressure gauge, elbow silencer, VBA HANSA[/FLEX

CaoiicTBa

WcnonHeHue with pressure gauge and silencer,
angled

MUH. paGoyee naBnexHue 0.20 MPa

G anst T ° P8 Rc 1/8

Konuuectso coefuHeHMi A NHEBMATUHECKUX MAHOMETPOB 2

MaKC. BXOHOe fiaBrieHune 0,1to 1,0 MPa

Temnepatypa cpefbl +2 °C to +50 °C

TemnepaTypa okpyxatouieit cpegbl  +2 °C bis +50 °C

Pa6ouue cpeabl Cxarbli BO3ayX

OnucaHue

Booster regulator, series VBA, increases pressure only where the force is inadequate because of a low network pressure (energy saving measure), no
electricity supply necessary, longer service life: doubled compared to conventional model, lower operating noise level: 13 dB (A), improved
operational reliability from inbuilt mesh filter on (IN connection) compressed air inlet, reduced condensation levels: air exhaust channels integrated
directly into the cylinder tube, suitable for: compressed air, size 1/4, with pressure gauge and silencer, elbow, pneumatic connection: G 1/4,
pneumatic connection pressure gauge: G 1/8, pneumatic connections pressure gauge: 2, flow rate 230 I/min, pressure boost 1:2, manually actuated

pressure adjustment mechanism, test pressure: 3 MPa, max. operating pressure: 2 MPa, min. operating pressure: 0.2 MPa, media temperature: +2 to +50
°C, ambient temperature: +2 to +50 °C

U3penue
HavnmveHoBanne CoeanHeHve Tunopas- MexaHu3m perynupoBku KoadduumeHt Pacx- Makc. pabouee WcnbiTatensHoe
NHeBMaTnyecKkoe mep AaBneHvs YCUNEeHUs AaBneHns on AaBneHve AaBneHve
(L/min)  (MPa) (MPa)
K-07600003 G1/4 1/4 manually operated 1:2 230 2,00 3,00

HecmoTpsi Ha TwjaTeribHyto npOBEPKY Mbl HE MOXET UCKIIOYNTL OLUMBKU, MOSTOMY Mbi He bepeM Ha cebsi OTBETCTBEHHOCTb 3a COAEPXaLLyoCcs MHHopMaLmio.
12.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



