RIK VA |
Redukcia s vnutornym a vonkajSim zavitom, kratka HANSA / FLEX

Vlastnosti

Pripojka 1 Vonkajsi zavit BSP, valcovy

Tvar tesnenia1 TvarB

Pripojka 2 Vnutorny zavit BSP, valcovy

KonStrukcia Redukcia s vnutornym a vonkajsim zavitom

Vyhotovenie kratky

Material Uslachtila ocel

Poznamka
Pokyny pre montaz, zabudovanie, tlakové zat'aZenie a povolené prevadzkové teploty najdete v technickych informaciach pre fitingové
nakrutky

Vyrobok

Oznacenie Prevadzkovy tlak

RIK NW 10 03 VA PN 400 G 3/8"-19 G 1/8" -28 22 12 9 22,5 22
RIK NW 13 03 VA PN 400 G 1/2"-14 G 1/8" -28 26 14 9 24,0 27
RIK NW 13 06 VA PN 315 G1/2"-14 G 1/4"-19 26 14 13 24,0 27
RIK NW 20 03 VA PN 315 G 3/4" -14 G 1/8" -28 32 16 9 26,0 32
RIK NW 20 06 VA PN 315 G 3/4"-14 G 1/4"-19 32 16 13 26,0 32
RIK NW 20 10 VA PN 315 G 3/4"-14 G 3/8"-19 32 16 14 26,0 32
RIK NW 25 06 VA PN 315 G1"-11 G 1/4"-19 39 18 14 29,0 41
RIK NW 25 10 VA PN 315 G1"-11 G 3/8"-19 39 18 14 29,0 41
RIK NW 25 13 VA PN 315 G1"-11 G 1/2"-14 39 18 16 29,0 41
RIK NW 32 13 VA PN 160 G 1,1/4" -11 G 1/2"-14 49 20 16 32,0 50
RIK NW 32 20 VA PN 160 G 1,1/4" -11 G 3/4" -14 49 20 18 32,0 50
RIK NW 40 13 VA PN 160 G1,1/2" -11 G 1/2"-14 55 22 16 36,0 55
RIK NW 40 20 VA PN 160 G1,1/2" -1 G 3/4"-14 55 22 18 36,0 55
RIK NW 40 25 VA PN 160 G1,1/2" -1 G1"-11 55 22 20 36,0 55
RIK NW 50 20 VA PN 160 G2"-11 G 3/4"-14 68 24 18 44,0 70
RIK NW 50 25 VA PN 160 G2"-11 G1"-11 68 24 20 44,0 70
RIK NW 50 32 VA PN 160 G2"-11 G 1,1/4" -11 68 24 22 44,0 70
RIK NW 50 40 VA PN 160 G2"-11 G1,1/2" -11 68 24 24 44,0 70

PN = Menovity tlak PB = Max. prevadzkovy tlak

Varianty produktu
RIK Redukcia s vnutornym a vonkajsim zavitom, kratka, Ocel
RIKMG  Redukcia s vnutornym a vonkaj$im zavitom, kratka, Mosadz

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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