XRT VA
Reduké&na nakrutka, tvar T HANSA[/ FLEX

Vlastnosti
vodorovny Pripojka 1-3  metricky vonkajs$i zavit valcovy

Tvar tesnenia 1 - 3 Vnutorny kuzel 24°

f_ﬂ_ ;rr]

Konstrukcia Redukéna nakrutka k___h, 2 . 7

Vyhotovenie Tvar T

Norma ISO 8434-1 [::q : '

Rozsah dodavky Hrdlo (bez presuvnej matice a zarezného |
krizku) L2 1w

Materidl Usiachtila ocel Lo |

Poznamka

Pokyny pre montaz, zabudovanie, tlakové zat'aZenie a povolené prevadzkové teploty najdete v technickych informaciach pre fitingové
nakrutky

Vyrobok

Oznacenie Konstrukény rad Prevadzkovy tlak D1

(mm)

XRTNWO0406 04 HLVA D PN 400 6 8 6 21,0 14,0 21,0 14,0 21,0 14,0 14
XRTNW 040804 HLVA D PN 400 6 10 6 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNW 060406 HLVA D PN 400 8 6 8 21,0 14,0 21,0 14,0 21,0 14,0 14
XRTNWO06 0806 HLVA D PN 400 8 10 8 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO06 1006 HLVA D PN 400 8 12 8 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 080408 HLVA D PN 400 10 6 10 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNW 0806 08 HLVA D PN 400 10 8 10 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNW 080804 HLVA D PN 400 10 10 6 22,0 15,0 22,0 15,0 22,0 15,0 14
XRTNWO081008 HLVA D PN 400 10 12 10 24,0 17,0 24,0 17,0 24,0 17,0 19
XRTNWO081308 HLVA D PN 400 10 15 10 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW100410HLVA D PN 400 12 6 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW1006 06 HLVA D PN 400 12 8 8 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW1006 10HLVA D PN 400 12 8 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 100808 HLVA D PN 400 12 10 10 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW 1008 10HLVA D PN 400 12 10 12 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW101008 HLVA D PN 400 12 12 10 24,0 17,0 24,0 17,0 24,0 17,0 17
XRTNW101310HLVA D PN 400 12 15 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW101610HLVA D PN 315 12 18 12 31,0 24,0 31,0 24,0 31,0 235 24
XRTNW130413HLVA D PN 400 15 6 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW130613HLVA D PN 400 15 8 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW130813HLVA D PN 400 15 10 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131010HLVA D PN 400 15 12 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131013HLVA D PN 400 15 12 15 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW131310HLVA D PN 400 15 15 12 28,0 21,0 28,0 21,0 28,0 21,0 19
XRTNW16 06 16 HLVA D PN 315 18 8 18 31,0 23,5 31,0 23,5 31,0 240 24
XRTNW16 08 08 HLVA D PN 315 18 10 10 31,0 23,5 31,0 24,0 31,0 240 24
XRTNW16 0816 HLVA D PN 315 18 10 18 31,0 23,5 31,0 23,5 31,0 240 24
XRTNW 161016 HLVA D PN 315 18 12 18 31,0 23,5 31,0 23,5 31,0 240 24
XRTNW 161316 HLVA D PN 315 18 15 18 31,0 23,5 31,0 23,5 31,0 240 24
XRTNW 1616 08 HLVA D PN 315 18 18 10 31,0 23,5 31,0 24,0 31,0 235 24
XRTNW 200820 HLVA D PN 315 22 10 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW201020 HLVA D PN 315 22 12 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW201313HLVA D PN 315 22 15 15 35,0 27,5 35,0 28,0 35,0 28,0 27
XRTNW201320HLVA D PN 315 22 15 22 35,0 27,5 35,0 27,5 35,0 28,0 27
XRTNW201616 HLVA D PN 315 22 18 18 35,0 27,5 35,0 27,5 35,0 275 27
XRTNW201620HLVA D PN 315 22 18 22 35,0 27,5 35,0 27,5 35,0 275 27
XRTNW202016 HLVA D PN 315 22 22 18 35,0 27,5 35,0 27,5 35,0 275 27
XRTNW 250825 HLVA D PN 250 28 10 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW251025 HLVA D PN 250 28 12 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW251325HLVA D PN 250 28 15 28 38,0 30,5 38,0 30,5 38,0 31,0 36
XRTNW2516 25 HLVA D PN 250 28 18 28 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW252020 HLVA D PN 250 28 22 22 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW252025HLVA D PN 250 28 22 28 38,0 30,5 38,0 30,5 38,0 30,5 36
XRTNW321032HLVA D PN 160 35 12 35 45,0 345 450 345 450 380 M
XRTNW322032HLVA D PN 250 35 22 35 45,0 345 450 345 450 375 M

—
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XRT VA
Redukéna nakrutka, tvar T HANSAVFLEX

Vyrobok
Oznacenie Konstrukény rad  Prevadzkovy tlak D1
(mm)

XRTNW322532HLVA D PN 250 35 28 35 450 345 450 345 450 375 41
XRTNW4016 40HLVA D PN 160 42 18 42 51,0 400 510 40,0 51,0 435 50
XRTNW402040HLVA D PN 160 42 22 42 51,0 400 51,0 40,0 400 480 50
XRTNW402540HLVA D PN 160 42 28 42 51,0 400 51,0 40,0 490 415 50
XRTNWO06 0306 HSVA S PN 630 10 6 10 25,0 17,5 250 17,5 25,0 18,0 17
XRTNWO080308HSVA S PN 630 12 6 12 24,5 17,0 245 17,0 240 17,0 17
XRTNW 08 04 04 HSVA S PN 630 12 8 8 290 215 290 220 290 220 17
XRTNW 08 04 08 HSVA S PN 630 12 8 12 290 215 290 215 290 220 17
XRTNW 08 06 08 HSVA S PN 630 12 10 12 290 215 290 215 290 215 17
XRTNW 08 1308 HSVA S PN 400 12 16 12 330 255 330 255 330 245 24
XRTNW 1006 10 HSVA S PN 630 14 10 14 300 220 300 220 30,0 225 19
XRTNW130313HSVA S PN 400 16 6 16 330 245 330 245 330 260 24
XRTNW 1304 13HSVA S PN 400 16 8 16 330 245 330 245 330 260 24
XRTNW 1306 13HSVA S PN 400 16 10 16 330 245 330 245 330 255 24
XRTNW 1308 13HSVA S PN 400 16 12 16 330 245 330 245 330 255 24
XRTNW 1316 13HSVA S PN 400 16 20 16 370 285 370 285 370 265 27
XRTNW 16 06 16 HSVA S PN 400 20 10 20 370 265 370 265 370 295 27
XRTNW 16 08 16 HSVA S PN 400 20 12 20 370 265 370 265 370 295 27
XRTNW16 1016 HSVA S PN 400 20 14 20 370 265 370 265 375 295 27
XRTNW 16 1316 HSVA S PN 400 20 16 20 370 265 370 265 370 285 27
XRTNW 162016 HSVA S PN 400 20 25 20 420 315 420 315 420 300 36
XRT NW 20 06 20 HSVA S PN 400 25 10 25 420 30,0 420 300 425 350 36
XRTNW 201320 HSVA S PN 400 25 16 25 420 30,0 420 300 420 335 36
XRTNW 2016 20 HSVA S PN 400 25 20 25 420 30,0 420 300 420 31,5 36
XRTNW 202520 HSVA S PN 400 25 30 25 490 37,0 490 37,0 490 355 41
XRTNW 251325 HSVA S PN 400 30 16 30 490 355 490 355 49,0 40,5 41
XRTNW25 1625 HSVA S PN 400 30 20 30 490 355 490 355 490 385 41
XRTNW252025HSVA S PN 400 30 25 30 490 355 490 355 490 37,0 41
XRTNW322032HSVA S PN 315 38 25 38 57,0 410 570 41,0 570 450 50
XRTNW322532HSVA S PN 315 38 30 38 570 410 570 41,0 570 435 50

Konstruk&ny rad: LL = Veimi lahka L = Lahka S = Tazka — PN = Menovity tlak PB = Max. prevadzkovy tlak — D1, D2, D3 = Vonkaj$i priemer rirky — TGL = M 27 x 2

Varianty produktu
XRT Redukéna nakrutka, tvar T, Ocel
RT VA Redukéna nakrutka, tvar T, Usiachtila ocel
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