XVR ED
Nakrutka pre naskrutkovanie HANSA[/ FLEX

Vlastnosti
Pripojka 1 Vonkajsi zavit BSP, valcovy aw
Tvar tesnenia 1 Tvar E .-\ —
Pripojka 2 metricky vonkaj$i zavit valcovy I —

. P 85 By
Tvar tesnenia 2 Vnutorny kuzel 24° e sl ™
Konstrukcia Nakrutka pre naskrutkovanie | 2 = g —d |
Vyhotovenie priame i L2
Norma DIN 2353 - L -

I1SO 8434-1

Rozsah dodéavky  Hrdlo (bez presuvnej matice a zarezného krdzku)

Material Ocel

Povrchovd ochrana  galvanicky povlak

Poznéamka
Pokyny pre montaz, zabudovanie, tlakové zat'aZenie a povolené prevadzkové teploty najdete v technickych informaciach pre fitingové
nakrutky

Vyrobok

Oznacenie Konstrukény rad Prevadzkovy tlak @ d1

(mm)

XVR 04 LL ED LL PN 100 - 4 G1/8"-28 M8x1 14 8 200 95 14
XVR 06 LL ED LL PN 100 - 6 G1/8"-28 M10x1 14 8 20,0 8,0 14
XVR NW 04 HL ED D PN 315 - 6 G1/8"-28 M12x15 14 8 235 85 14
XVRNWO4HL14ED D PN 315 - 6 G1/4"-19 M12x15 20 12 29,0 10,0 19
XVRNWO04HL1/2ED D PN 315 - 6 G1/2"-14 M12x15 27 14 33,0 120 27
XVRNWO4HL3/8ED D PN 315 - 6 G3/8"-19 M12x15 22 12 29,5 105 22
XVRNWO6HL1/8ED D PN 315 - 8 G1/8"-28 M14x15 14 8 245 95 14
XVR NW 06 HL ED D PN 315 - 8 G1/4"-19 M14x15 19 12 29,0 10,0 19
XVRNWO6HL3/8ED D PN 315 - 8 G3/8"-19 M14x15 22 12 30,5 1,5 22
XVRNWO6HL1/2ED D PN 315 - 8 G1/2"-14 M14x15 27 14 33,0 12,0 27
XVRNWOSBHL1/8ED D PN 315 - 10 G1/8"-28 M16x15 14 8 25,5 10,5 19
XVR NW 08 HL ED D PN 315 - 10 G1/4"-19 M16x15 19 12 30,0 11,0 19
XVRNWOSHL3/8ED D PN 315 - 10 G3/8"-19 M16x15 22 12 31,5 125 22
XVRNWOSHL1/2ED D PN 315 - 10 G1/2"-14 M16x15 27 14 34,0 13,0 27
XVRNW10HL14ED D PN 315 - 12 G1/4"-19 M18x15 19 12 31,5 125 22
XVRNW 10 HL ED D PN 315 - 12 G38"-19 M18x15 22 12 31,5 125 22
XVRNW10HL1/2ED D PN 315 - 12 G1/72"-14 M18x15 27 14 34,0 13,0 27
XVRNW10HL34ED D PN 250 - 12 G3/4"-14 M18x15 32 16 36,0 13,0 32
XVRNW13HL3/8ED D PN 315 - 15 G3/8"-19 M22x15 22 12 33,0 14,0 27
XVR NW 13 HL ED D PN 315 - 15 G1/2"-14 M22x15 27 14 35,0 14,0 27
XVRNW13HL34ED D PN 250 - 15 G3/4"-14 M22x15 32 16 38,0 15,0 32
XVRNW16HL3/8ED D PN 315 - 18 G3/8"-19 M26x15 22 12 33,5 14,0 27
XVR NW 16 HL ED D PN 315 - 18 G1/2"-14 M26x15 27 14 36,0 14,5 27
XVRNW16HL34ED D PN 250 - 18 G3/4"-14 M26x15 32 16 38,0 14,5 32
XVRNW20HL1/2ED D PN 160 - 22 G1/2"-14 M30x2 27 14 38,0 16,5 32
XVR NW 20 HL ED D PN 160 - 22 G3/4"-14 M30x2 32 16 40,0 16,5 32
XVR NW 20 HL 1 ED D PN 160 - 22 G1"-11 M30x2 40 18 42,0 165 M
XVRNW25HL34ED D PN 160 - 28 G3/4"-14 M36x2 32 16 41,0 175 H
XVR NW 25 HL ED D PN 160 - 28 G1"-11 M 36 x 2 40 18 43,0 175 M
XVRNW25HL11/4ED D PN 160 - 28 G1,1/4"-11 M36x2 50 20 46,0 18,5 50
XVRNW 32 HL 1 ED D PN 160 - 35 G1"-11 M45x 2 40 18 46,0 17,5 50
XVR NW 32 HL ED D PN 160 - 35 G1,1/4"-11 M45x2 50 20 48,0 175 50
XVRNW32HL11/2ED D PN 160 30 35 G1,1/2" M45x 2 55 22 52,0 195 55
XVRNW40HL11/4ED D PN 160 - 42 G1,1/4"-11 M52x2 50 20 50,0 19,0 55
XVR NW 40 HL ED D PN 160 - 42 G1,12"-11 M52x2 55 22 52,0 19,0 55
XVR NW 03 HS ED S PN 630 - 6 G1/4"-19 M14x15 19 12 32,0 13,0 19
XVRNWO3HS 1/2ED S PN 630 - 6 G1/2"-14 M14x15 27 14 39,0 18,0 27
XVR NW 04 HS ED S PN 630 - 8 G1/4"-19 M16x15 19 12 34,0 15,0 19
XVRNWO04HS3/8ED S PN 630 - 8 G38"-19 M16x15 22 12 34,5 155 22
XVRNWO6HS 1/4ED S PN 630 - 10 G1/4"-19 M18x15 19 12 34,0 14,5 22

—
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XVR ED
Nakrutka pre naskrutkovanie HANSA[/ FLEX

Vyrobok

Oznacenie Konstrukény rad Prevadzkovy tlak @ d1

(mm)

XVR NW 06 HS ED S PN 630 - 10 G38"-19 M18x15 22 12 34,5 150 22
XVRNWO6HS 1/2ED S PN 630 - 10 G1/2"-14 M18x15 27 14 39,0 175 27
XVRNWO8HS1/4ED S PN 630 - 12 G1/4"-19 M20x15 19 12 36,0 16,5 22
XVR NW 08 HS ED S PN 630 - 12 G3/8"-19 M20x15 22 12 36,5 17,0 22
XVRNWO8HS12ED S PN 630 - 12 G1/2"-14 M20x15 27 14 39,0 175 27
XVRNW10HS3/8ED S PN 630 - 14 G3/8"-19 M22x15 22 12 38,5 185 27
XVR NW 10 HS ED S PN 630 - 14 G1/2"-14 M22x15 27 14 41,0 19,0 27
XVRNW10HS3/4ED S PN 630 - 14 G3/4"-14 M22x15 32 16 450 21,0 32
XVRNW13HS3/8ED S PN 400 - 16 G3/8"-19 M24x15 22 12 38,5 18,0 27
XVR NW 13 HS ED S PN 400 - 16 G1/2"-14 M24x15 27 14 41,0 185 27
XVRNW13HS3/4ED S PN 400 - 16 G3/4"-14 M24x15 32 16 450 20,5 32
XVRNW 13 HS 1 ED S PN 400 - 16 G1" M24x15 39 18 45,5 188 4
XVRNW16HS1/2ED S PN 400 - 20 G1/2"-14 M30x2 27 14 450 205 32
XVR NW 16 HS ED S PN 400 - 20 G3/4"-14 M30x2 32 16 470 205 32
XVR NW 16 HS 1 ED S PN 400 - 20 G1"-11 M30x2 40 18 51,0 225 M
XVRNW20HS 12ED S PN 400 - 25 G1/2"-14 M36x2 27 14 490 230 M
XVRNW20HS3/4ED S PN 400 - 25 G3/4"-14 M36x2 32 16 51,0 230 M
XVR NW 20 HS ED S PN 400 - 25 G1"-11 M 36 x 2 40 18 530 230 M
XVR NW 25 HS 1 ED S PN 400 - 30 G1"-11 M42x2 40 18 550 235 50
XVR NW 25 HS ED S PN 400 - 30 G1,1/4"-11 M42x2 50 20 570 235 50
XVRNW32HS11/4ED S PN 315 - 38 G1,1/4"-11 M52x2 50 20 62,0 26,0 55
XVR NW 32 HS ED S PN 315 - 38 G1,12"-11 M52x2 55 22 640 26,0 55

Konstruk&ny rad: LL = Veimi lahka L = Lahka S = Tazka — PN = Menovity tlak PB = Max. prevadzkovy tlak — @ d2 = Vonkajsi priemer rdry

Varianty produktu
XVR ED VA  Nakrutka pre naskrutkovanie, Usiachtila ocel
VR ED Néakrutka pre naskrutkovanie, Ocel

Nahradné diely
WD Mékké tesnenie pre nakrutky ED
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