w90 HROK HB
Hrdlo k naskrutkovaniu, uhol 90° HANSA[/FLEX

Vlastnosti

Pripojka 1 Vonkajsi zavit BSP, valcovy

Tvar tesnenia 1 Zavitové hrdlo s O-krdzkom a komorovym krdzkom
Pripojka 2 Vonkajsi zavit BSP, valcovy

Tvar tesnenia2  Vndtorny kuzel 60°

Kon&trukcia Hrdlo k zaskrutkovaniu, smerovo nastavitelné
Vyhotovenie Uhol 90°

Materidl Ocel

Povrchova ochrana  galvanicky poviak

Vyrobok
Oznacenie G1 G2 SW S1 (0]

(mm)
W90 HROK 02 HB G 1/8"-28 G 1/8"-28 11 14 7,97 x 1,88
W90 HROK 04 HB 02 G 1/4"-19 G 1/8"-28 14 19 10,77 x 2,62
W90 HROK 04 HB G 1/4"-19 G 1/4"-19 14 19 10,77 x 2,62
W90 HROK 04 HB 06 G 1/4"-19 G 3/8"-19 14 19 10,77 x 2,62
W90 HROK 06 HB 04 G 3/8"-19 G 1/4"-19 19 22 13,94 x 2,62
W90 HROK 06 HB G 3/8"-19 G 3/8"-19 19 22 13,94 x 2,62
W90 HROK 06 HB 08 G 3/8"-19 G1/2"-14 19 22 13,94 x 2,62
W90 HROK 08 HB 06 G 1/2"-14 G 3/8"-19 22 27 17,86 x 2,62
W90 HROK 08 HB G1/2"-14 G1/2"-14 22 27 17,86 x 2,62
W90 HROK 08 HB 10 G1/2"-14 G 5/8"-14 22 27 17,86 x 2,62
W90 HROK 08 HB 12 G1/2"-14 G 3/4"-14 27 27 17,86 x 2,62
W90 HROK 12 HB 08 G 3/4"-14 G 1/2"-14 27 35 23,47 x 2,62
W90 HROK 12 HB G 3/4"-14 G 3/4"-14 27 36 23,47 x 2,62
W90 HROK 12 HB 16 G 3/4"-14 G1"-11 33 36 23,47 x 2,62
W90 HROK 16 HB 12 G1"-11 G 3/4"-14 33 41 29,74 x 3,53
W90 HROK 16 HB G1"-11 G1"-11 33 41 29,74 x 3,53
W90 HROK 20 HB 16 G 1,1/4" -11 G1"-11 41 50 37,69 x 3,53
W90 HROK 20 HB G 1,1/4" -11 G 1,1/4" -11 41 50 37,69 x 3,53
W90 HROK 24 HB G 1,1/2" -11 G 1,1/2" -11 48 55 44,04 x 3,53

SW, S1, S2 = Sirka kitga

Néahradné diely
KAMMRING G  Kruzok komory, palcovy

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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