W90 O HB
Hrdlo k naskrutkovaniu, AGR, uhol 90° HANSA[/FLEX

Vlastnosti

Pripojka 1 Vonkajsi zavit UN/UNF

Tvar tesnenia 1 Tesnenie O-krizkom na hrdle k naskrutkovaniu
Pripojka 2 Vonkajsi zavit BSP, valcovy

Tvar tesnenia2  Vndtorny kuzel 60°

Kon&trukcia Hrdlo k zaskrutkovaniu

Vyhotovenie Uhol 90°

Materidl Ocel

Povrchova ochrana  galvanicky poviak

Vyrobok

Oznacenie G1 G2 SW S1 OR

(mm)

W90 O 04 HB 02 7/16" -20 UNF G 1/8"-28 11 17 8,92 x 1,83

W90 O 04 HB 7/16" -20 UNF G 1/4"-19 11 17 8,92 x1,83

WS90 O 04 HB 06 7/16" -20 UNF G 3/8"-19 14 17 8,92 x1,83

W90 O 05 HB 02 1/2" -20 UNF G 1/8"-28 14 19 10,52 x 1,83
WS90 O 05 HB 04 1/2" -20 UNF G 1/4"-19 14 19 10,52 x 1,83
W90 O 06 HB 04 9/16" -18 UNF G 1/4"-19 14 21 11,90 x 1,98
W90 O 06 HB 9/16" -18 UNF G 3/8"-19 14 21 11,90 x 1,98
W90 O 08 HB 04 3/4" -16 UNF G 1/4"-19 19 25 16,36 x 2,20
W90 O 08 HB 06 3/4" -16 UNF G 3/8"-19 19 25 16,36 x 2,20
W90 O 08 HB 3/4" -16 UNF G1/2"-14 19 25 16,36 x 2,20
W80 O 08 HB 12 3/4" -16 UNF G 3/4"-14 22 25 16,36 x 2,20
W30 O 10 HB 06 7/8" -14 UNF G 3/8"-19 22 30 19,18 x 2,46
W80 O 10 HB 08 7/8" -14 UNF G1/2"-14 22 30 19,18 x 2,46
W90 O 10 HB 7/8" -14 UNF G 5/8"-14 22 30 19,18 x 2,46
W90 O 10 HB 12 7/8" -14 UNF G 3/4"-14 22 30 19,18 x 2,46
W90 O 12 HB 08 1.1/16" -12 UN G1/2"-14 27 36 23,47 x 2,95
W90 O 12 HB 1.1/16" -12 UN G 3/4"-14 27 36 23,47 x 2,95
WS90 O 12 HB 16 1.1/16" -12 UN G1"-11 33 36 23,47 x 2,95
W90 O 16 HB 12 1,6/16" -12 UN G 3/4"-14 33 45 29,74 x 2,95
W80 O 16 HB 1,5/16" -12 UN G1"-11 33 45 29,74 x 2,95
W90 O 16 HB 20 1,5/16" -12 UN G 1,1/4" -1 41 45 29,74 x 2,95
W90 O 20 HB 16 1,5/8"-12 UN G1"-11 41 55 37,47 x 3,00
W90 O 20 HB 1,5/8"-12 UN G 1,1/4" -1 41 55 37,47 x 3,00

SW, S1, S2 = Sirka kiti¢a

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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