AFG M U (3000 / 6000 PSI)
Priruba s vonkajsim zavitom SAE HANSA,/FLEX

Vlastnosti

Norma DIN 3901/3902

Vyhotovenie priame

KonStrukcia Priruba s vonkaj$im zavitom SAE
Upevnenie Otvor pre skrutku

Rozsah dodavky  so sUpravou skrutiek UNC a s O-krizkom
Material S355J2G3 (ST52.3)

Povrchové ochrana  ¢ierno olejovana

Poznamka
Uvedeny menovity tiak je podia SAE J 518 C stanoveny podia priruby prip. podia privarene;j rrky.

Vyrobok
Oznacenie Konstrukény @ Velkost' A:

rad RAD

(mm)

AFG80M/L 15U 3000PSI D 15 315  1/2" M22x1,5 12 381 54 175 46 52 60 13 7,0 9,0 5/16"x1.1/4"
AFG100M/L22U 3000PSI D 22 160  3/4" M30x2 19 476 65 222 50 60 69 14 75 115 3/8"x1.1/4"
AFG 100 M/S20U 3000PSI S 20 345  3/4" M30x2 16 476 65 222 50 60 73 14 105 11,5 3/8"x1.1/4"
AFG102M/L28U 3000PSI D 28 160 1" M36x2 24 524 70 262 55 63 72 16 75 11,5 3/8"x1.1/4"
AFG102M/S20U 3000PSI S 20 315 1" M30x2 16 524 70 262 55 63 76 16 105 11,5 3/8"x1.1/4"
AFG102M/S25U 3000PSI S 25 315 1" M36x2 20 524 70 262 55 63 75 16 120 11,5 3/8"x1.1/4"
AFG104 M/IL28U 3000PSI D 28 160 1.1/4" M36x2 24 587 79 302 68 65 74 14 75 115 7/16"x11/2"
AFG104 M/IL35U 3000PSI D 35 160 1.1/4" M45x2 29 887 79 302 68 65 76 14 105 115 7/16"x1.1/2"
AFG 104 M/S30U  3000PSI S 30 250 11/4" WM42x2 25 587 79 302 68 65 78 14 135 115  T7M16"x1.1/2"
AFG106 M/IL42U 3000PSI D 42 160 112" M52x2 36 699 94 37 78 70 82 16 11,0 135 1/2"x1.1/2"
AFG106 M/S38U 3000PSI S 38 200 11/ WM52x2 32 699 94 357 78 70 85 16 160 135 1/2"x1.1/2"
AFG 401 M/S16U  6000PSI S 16 400 1/2" M24x15 12 405 56 182 48 60 70 16 85 9,0 516"x1.1/4"
AFG 402 M/S25U 6000PSI S 25 400 3/4" M36x2 19 508 71 238 60 73 85 19 120 115 3/8"x1.1/2"
AFG 403 M/S30U 6000PSI S 30 400 1" M42x2 25 572 81 278 70 82 95 24 135 130 7/16"x1.3/4"
AFG 404 M/S30U 6000PSI S 30 400 1.1/4" M42x2 25 67 95 318 78 92 106 27 135 135 1/2"x1.3/4"
AFG 404 M/S38U 6000PSI S 38 400 114" M52x2 29 es7 95 318 78 92 107 27 160 135 1/2"x1.3/4"
AFG 405 M/S38U 6000PSI S 38 400 112" M52x2 32 794 113 365 95 96 111 30 160 175 5/8"x2"

PN = Menovity tiak PB = Max. prevadzkovy tlak — @ = Vonkaj$i priemer rirky — Konstrukény rad: LL = Velmi lahka L = Lahka S = Tazka

Varianty produktu
AFG M (3000 PsSI) Priruba s vonkaj$im zavitom SAE, iba priruba
AFG M M (3000 / 6000 PSI) Priruba s vonkaj$im zavitom SAE, so sUpravou metrickych skrutiek a O-krizkom

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
09.02.2026 HANSA-FLEX AG www.hansa-flex.com 1



