G VKS ST 400

Stvorhranna priruba Cetop, privareny kruzok

HANSAVFLEX

Vlastnosti
Konstrukcia Stvorhranna priruba Cetop
Vyhotovenie priame
Norma CETOP RP 63H
ISO 6164
Material S355J2G3 (ST52.3)

Povrchova ochrana

Gierno olejovana

Vyrobok
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Oznadenie Tlak PB Velkost A: E
(bar) (mm)
G VKS 38 ST 400 400 3/8" 18 11,0 26,0 18 35
G VKS 12 ST 400 400 172" 22 14,0 31,8 24 40
G VKS 34 ST 400 400 3/4" 28 18,0 39,5 32 45
G VKS 1 ST 400 400 1" 35 22,0 47,6 38 50
G VKS 114 ST 400 400 1.1/4" 44 29,0 54,0 44 55
G VKS 112 ST 400 400 1.1/2" 51 35,0 63,5 51 60
G VKS 2 ST 400 400 2" 61 43,0 79,4 67 70
G VKS 212 ST 400 400 2.1/2" 80 53,0 94,2 60 80
G VKS 3 ST 400 400 3" 90 58,0 104,0 90 90
G VKS 312 ST 400 400 3.1/2" 102 63,0 119,0 102 90
G VKS 4 ST 400 400 4" 114 74,0 131,0 114 105

Konstruk&ny rad: LL = Velmi lahka L = Lahka S = Tazka — PN = Menovity tlak PB = Max. prevadzkovy tlak

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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