SFCE U (3000 / 6000 PSI)
Priruba s vonkajsim zavitom SAE HANSA,/FLEX

Vlastnosti

Norma DIN 3901/3902

Vyhotovenie priame

KonStrukcia Priruba s vonkaj$im zavitom SAE

Rozsah dodavky s 2 poloviénymi prirubami, sipravou skrutiek a O-
krazkom, maticou a zareznym krizkom

Materidl S$355J2G3 (C22)

Povrchova ochrana  galvanicky povlak

Poznamka
Uvedeny menovity tiak je podia SAE J 518 C stanoveny podia priruby prip. podia privarene;j rrky.

Vyrobok

Oznacenie Konstruk- @
¢ényrad RAD

(mm)

SFCE3001L15U 3000PsI D 15 315 1/2" M22x1,5 302 16/20 381 54 175 456 482 56 7,0 8,7 516"x1.1/4" 24
SFCE 3002L 18 U 3000 PSI D 18 315 3/4" M26x1,5 38,1 15/20 476 65 222 518 532 62 7.5 107 3/8"x1.1/2" 30
SFCE3002L22U 3000PSI D 22 160 3/4" M30x2 381 19 476 65 222 518 532 62 75 107  3/8"x1.1/2" 30
SFCE3002L28U 3000PSsI D 28 160  3/4" M36x2 381 19 476 65 222 518 832 62 7,5 107  3/8"x1.1/2" 30
SFCE3003L28U 3000Psi D 28 160 1" M36x2 444 24 524 70 262 584 542 65 75 107 3/8"x1.1/2" 36
SFCE3004L 28U 3000PsI D 28 160 114" M36x2 508 22 587 79 302 726 586 67 7,5 130 7M16"x1.12" 36
SFCE3004L35U 3000Psi D 35 160 1.1/  M45x2 508 30/32 587 79 302 726 582 69 105 130 7M16"x1.1/2" 4
SFCE3005L42U 3000PsI D 42 160 112" M52x2 603 36 699 94 37 82 642 76 110 135 1/2"x1.1/2" 46
SFCE 3001 S16U  3000PSI S 16 350 1/2" wm24x15 302 13 381 H54 175 456 502 60 85 8,7 516"x1.1/4" 24
SFCE3002S20U 3000PSI S 20 350 3/4" M30x2 381 16/20 476 65 222 518 572 68 105 107 3/8"x1.1/2" 30
SFCE 3002S25U 3000PSI S 25 350 3/4" M36x2 381 17 476 65 222 518 572 69 120 107 3/8"x1.1/2" 30
SFCE 3003S25U 3000PSI S 25 315 1" M36x2 444 20 524 70 262 584 582 70 120 107  3/8"x1.1/2" 36
SFCE3003S30U 3000PSsI S 30 315 1" M42x2 444 24 524 70 262 584 632 76 135 107  3/8"x1.1/2" 36
SFCE 3004 S25 U 3000 PSI S 25 250 1.1/4" M36x2 508 20/27 587 79 302 726 602 72 12,0 130  7M16"x1.1/2" 4
SFCE 3004 S30U  3000PsI S 30 250 1.1/4" M42x2 508 25/28 587 79 302 726 622 75 13,5 130  7M16"x1.1/2" 4
SFCE 3004 S38U 3000PSI S 38 250 114 M52x2 508 28 587 79 302 726 666 81 160 130  7[16"x1.1/2" 46
SFCE 3005S38U 3000PsI S 38 200 1120 M52x2 603 32 699 94 357 82 702 85 160 135 1/2"x1.1/2" 46
SFCE 6001 S16U 6000PSI S 16 400 1/2" wm24x15 317 12 405 56 182 472 832 63 85 85 516"x1.1/4" 24
SFCE6002S16U 6000PSI S 16 400 3/4" M24x15 413 12 508 71 238 600 592 69 85 105 3/8"x11/2" 30
SFCE6002S20U 6000PSI S 20 400 3/4" M30x2 413 16 508 71 238 600 612 72 105 105 3/8"x1.1/2" 30
SFCE6002S25U 6000PSI S 25 400 3/4" M36x2 413 17 508 71 238 600 632 75 120 105 3/8"x1.1/2" 30
SFCE6002S30U 6000PSI S 30 400 3/4" M42x2 #1318 508 71 238 600 640 77 135 105  3/8"x1.1/2" 36
SFCE6003S25U 6000PSI S 25 400 1" M36x2 476 20 572 81 278 696 722 84 120 *1 716" x 1.3/4" 41
SFCE6003S30U 6000PSI S 30 400 1" M42x2 4716 24 572 81 278 696 740 87 135 *1 716" x 1.3/4" 41
SFCE 6004 S30 U 6000 PSI S 30 400 1.1/4" M42x2 540 25/30 667 95 318 772 792 92 13,5 *2 1/2" x 1.3/4" 41
SFCE 6004 S38U 6000PSI S 38 350 14 M52x2  s40 30 667 95 318 772 82 98 160 *2  12"x1.3/4" 46
SFCE6005S38U 6000PSI S 38 350 112" M52x2 635 30 794 113 365 950 892 104 160 167  1/2"x1.3/4" 46

PN = Menovity tiak PB = Max. prevadzkovy tlak — @ = Vonkajsi priemer rirky — Konstrukény rad: LL = Veimi lahka L = Lahka S = Tazka
)= volitelne 12,0 alebo 12,5 — *2) = voliteine 13,5 alebo 14,5

Varianty produktu
SFCE (3000 PSI) Priruba s vonkajSim zavitom SAE, iba medzikus
SFCE M (3000 / 6000 PSI) Priruba s vonkajSim zavitom SAE, s 2 poloviénymi prirubami, supravou skrutiek a O-krizkom, maticou a zareznym

krizkom

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
23.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



