SFCE 90 U (3000 / 6000 PSI)
Prirubovy adaptér SAE, spajkovany HANSA[/ FLEX

Vlastnosti

Norma DIN 3901/3902

Konstrukcia, doplnok  spajkované

Vyhotovenie Uhol 90°

KonStrukcia Prirubovy adaptér SAE

Rozsah dodavky s 2 poloviénymi prirubami, stipravou skrutiek a O-
kruzkom

Materidl S355J2G3 (C22)

Povrchova ochrana  Gierno olejovana

Poznamka
Uvedeny maximalny prevadzkovy tlak sa vzt'ahuje na prirubu! Skutoény prevadzkovy tlak je dany rurkou (hribka steny) a rovnako akostou
rarky!

Vyrobok

Oznadenie PB Velk- A: : Skrutky
y 10.9 ost

SFCE 3001-90L 15U  3000PSI D 15 35 1/2"  M2x15 %02 31 54 175 458 7.0 40 430 58 = 87 - (4 x) UNC 5/16 x 1.1/4
SFCE 3002-90 L 22 U 3000 PSI D 22 160 3/4" M30x2 38,1 476 65 222 51,8 7,5 59 63,5 80 £l 10,7 - (4 x) UNC 3/8 x 1.1/2
SFCE 3003-90 L 28 U 3000 PSI D 28 160 1" M36x2 4.4 52,4 70 26,2 584 7.5 68 75,5 80 £l 10,7 - (4 x) UNC 3/8 x 1.1/2
SFCE 3004-90 L 35 U 3000 PSI D 35 160 1.1/4" M45x2 508 58,7 79 302 726 105 86 94,5 116 © * - (4 x) UNC 7/16 x 1.1/2
SFCE 3005-90 L 42 U 3000 PSI D 42 160 1.1/2" M52x2 60,3 69,9 94 357 826 11,0 98 104,0 127 55 135 - (4 x) UNC 1/2 x 1,3/4
SFCE 3001-90S16 U  3000Psi D/ S 16 30 1/2"  M24x15 %02 381 54 175 456 7,5 40 425 60 = 87 - (4 x) UNC 5/16 x 1.1/4
SFCE 3003-90 S 25 U 3000 PSI D/S 25 315 1" M36x2 444 52,4 70 26,2 58,4 12,0 68 71,0 95 % 107 - (4 x) UNC 3/8 x 1.1/2
SFCE 3003-90 S 30 U 3000 PSI D/S 30 315 1" M42x2 444 52,4 70 26,2 58,4 135 68 69,5 96 “ 107 - (4 x) UNC 3/8 x 1.1/2
SFCE 3005-90 S 38 U 3000 PSI D/S 38 210 1.1/2" M52x2 60,3 69,9 94 35,7 82,6 16,0 98 99,0 130 55 135 - (4 x) UNC 1/2x 1,3/4
SFCE 6001-90 S16 U 6000PSI S 16 400  1/2"  M24x1,5 318 405 56 182 472 85 40 415 60 = 87  516"x1.1/4"  (4x)UNC5/16x 1.1/4
SFCE 6002-90 S 25 U 6000 PSI S 25 400 3/4" M36x2 413 50,8 71 238 60,0 12,0 62 59,0 83 ® 10,7 3/8" x 1.1/2" (4 x) UNC 3/8 x 1.1/2
SFCE 6002-90 S 30 U 6000 PSI S 30 400 3/4" M42x2 413 50,8 71 238 60,0 135 62 57,5 84 4 107 3/8" x 1.1/2" (4 x) UNC 3/8 x 1.1/2
SFCE 6003-90 S 25 U 6000 PSI S 25 400 1" M36x2 476 57,2 81 27,8 69,6 12,0 74 73,0 97 E *2 7/16" x 1.3/4" (4x) UNC 7/16 x 1.1/2
SFCE 6003-90S30U  6000PSI S 3 400 " M42x2 476 st2 81  2re 66 135 74 715 98 « *9  7M16"x1.3[4"  (4x) UNC7/16 x 1.1/2
SFCE 6004-90 S 38 U 6000 PSI S 38 315 1.1/4" M52x2 54,0 66,7 95 31,8 772 16,0 96 91,0 122 £l *3 1/2" x 1.3/4" (4 x) UNC 1/2 x 1,3/4
SFCE 6005-90 S 38 U 6000 PSI S 38 315 1.472" M52x2 635 79,4 113 36,5 95,0 16,0 11 91,0 122 55 17,0 5/8" x 2" (4 x) UNC 5/8 x 2

Konstruk&ny rad: LL = Veimi lahka L = Lahka S = Tazka — PN = Menovity tlak PB = Max. prevadzkovy tlak — @ RAD = Vonkajsi priemer rirky
)= volitelne 10,5, 12,0 alebo 12,5 — *2) = volitelne 12,0 alebo 12,5 — *3) = volitelne 13,5 alebo 14,5

Varianty produktu
SFCE 90 (3000 PSI) Prirubovy adaptér SAE, spajkovany, iba medzikus
SFCE 90 M (3000 / 6000 PSI)  Prirubovy adaptér SAE, spajkovany, s 2 poloviénymi prirubami, stpravou skrutiek a O-kruzkom

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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