SFS M (3000 PSI)

Privarovaci kruzok SAE

HANSAVFLEX

Vlastnosti

Rad tlakov 3000 psi

Norma SAE J 518 C
ISO 6162

Vyhotovenie priame

Konstrukcia

Privarovaci krizok SAE

Rozsah dodavky

s 2 poloviénymi prirubami, supravou skrutiek a O-

krdzkom

Material

$355J2G3 (ST52.3)

Poznamka

Uvedeny maximalny prevadzkovy tlak sa vzt'ahuje na prirubu! Skutoény prevadzkovy tlak je dany rurkou (hribka steny) a rovnako akostou

rarky!

Vyrobok

Oznacenie

PB 10.9 Velkost

Rurka

(bar)

SFS 3001-S 16 M 350 12" 16x2 16,0 12,0 38,1 54 175 456 4 8,5 M8x25 5/16"x1.1/4"
SFS 3001-21.3 M 350 172" 21,3x29 22,0 155 381 54 17,5 456 M 8,5 M8x30  5/16"x 1.1/4"
SFS 3002-25 M 350 3/4" 25x3 27,0 189 476 65 222 518 50 10,5 M10x30 3/8"x1.1/4"
SFS 3002-26.9 M 350 3/4" 269x39 27,0 189 476 65 222 518 50 10,5 M10x30 3/8"x1.1/4"
SFS 3003-28 M 315 1" 28x3 280 220 524 70 26,2 584 50 10,5 M10x35 3/8"x1.1/4"
SFS 3003-30 M 315 1" 30x 4 300 220 524 70 26,2 584 50 10,5 M10x35 3/8"x1.1/4"
SFS 3003-33.7M 315 1" 33,7x45 350 247 524 70 26,2 584 50 10,5 M10x35 3/8"x1.1/4"
SFS 3003-38 M 315 1" 38x5 380 280 524 70 26,2 584 50 10,5 M10x35 3/8"x1.1/4"
SFS 3004-38 M 250 1.1/4" 38x5 380 280 587 79 302 726 55 *1 *2 716" x 1.1/2"
SFS 3004-42.4M 250 1.1/4" 42,4x63 430 29,7 58,7 79 302 726 55 *1 *2 716" x 1.1/2"
SFS 3005-38 M 200 1.1/2" 38x4 380 300 699 94 357 822 57 13,5 M12x35 1/2"x1.1/2"
SFS 3005-42 M 200 1.1/2" 42x5 420 320 699 94 357 822 57 13,56 M12x35 1/2"x1.1/2"
SFS 3005-45 M 200 1.1/2" 45x5 450 350 699 94 357 822 57 13,5 M12x35 1/2"x1.1/2"
SFS 3005-48.3 M 200 1.1/2" 483x7,1 490 340 699 94 357 822 57 13,5 M12x35 1/2"x1.1/2"
SFS 3006-55 M 200 2" 55x5 55,0 450 778 102 429 964 57 13,5 M12x35 1/2"x1.1/2"
SFS 3006-60.3 M 200 2" 60,3x8 60,3 440 778 102 429 964 57 135 M12x35 1/2"x1.1/2"
SFS 3006-65 M 200 2" 65x 8 650 46,0 778 102 429 964 57 13,5 M12x35 1/2"x1.1/2"
SFS 3007-65 M 160 2.1/2" 65x6 650 53,0 889 114 50,8 1082 58 13,5 M12x40 1/2"x1.3/4"
SFS 3007-70 M 160 212" 70x75 70,0 550 889 114 50,8 1082 58 13,5 M12x40 1/2"x1.3/4"
SFS 3007-76.1 M 160 212" 761x71 740 620 889 114 50,8 1082 58 13,5 M12x40 1/2"x1.3/4"
SFS 3008-80 M 138 3" 80x6 80,0 68,0 106,4 135 619 1306 60 16,7 M16x45 5/8"x2"

SFS 3008-88.9 M 138 3" 88,9x7 90,0 73,0 106,4 135 619 1306 60 16,7 M16x45 5/8"x2"

SFS 3009-100 M 35 3.1/2" 100x 6 100,0 88,0 120,7 152 69,9 1390 60 17,0 M16x45 5/8"x2"

SFS 3009-88.9M 35 3.1/2" 88,9x8 90,0 73,0 120,7 152 69,9 1390 60 170 M16x45 5/8"x2"

SFS 3010-110M 35 4" 110x 6 1100 98,0 130,2 162 77,8 1520 60 17,0 M16x50 5/8"x2"

SFS 3010-114.3 M 35 4" 1143x88 1150 96,7 130,2 162 77,8 1520 60 17,0 M16x50 5/8"x2"

SFS 3011-133 M 35 5" 133 x6,5 1330 1200 1524 184 92,1 180,0 60 17,0 M16x50 5/8"x2"

SFS 3011-139.7M 35 5" 139,7x10 140,0 120,0 1524 184 92,1 180,0 60 17,0 M16x50 5/8"x2"

@ = Vonkajsi priemer rirky — Konstrukény rad: LL = Veimi lahka L = Lahka S = Tazka — PN = Menovity tlak PB = Max. prevadzkovy tlak

*1) = voliteine 10,5 alebo 12,5 — *2) = voliteine M 10 x 30 alebo M 12 x 35

Varianty produktu

Privarovaci krizok SAE, iba privarovaci kruzok

SFS (3000 PSI)

SFS8 U (3000 PSI)

Privarovaci kruzok SAE, s 2 polovi€nymi prirubami, supravou skrutiek a O-krdzkom

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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