WFS U (3000 / 6000 PSI)
Prirubovy adaptér, privarenie SAE, uhol 90° HANSA[/FLEX

Vlastnosti
Norma SAE J 518 C il
1SO 6162 o
Vyhotovenie Uhol 90° =
Kon&trukcia Prirubovy adaptér, medzikus k privareniu SAE '
Rozsah dodavky s 2 poloviénymi prirubami, stpravou skrutiek a O-
krdzkom
Material S355J2G3 (ST52.3)

Povrchova ochrana  ¢gierno olejovana

Poznamka
Uvedeny menovity tiak je podia SAE J 518 C stanoveny podia priruby prip. podia privarene;j rrky.

Vyrobok

Oznadenie Velkost' A:

(mm)

WFS 3001-15U 3000 PSI 350 1/2" 15 11 11 381 540 175 608 456 39 38 8,7 (4x)UNC5/16x1.1/4
WFS 3001-16 U 3000 PSI 350 12" 16 10 10 381 540 175 608 456 39 38 8,7 (4x)UNC5/16x1.1/4
WFS 3002-18 U 3000 PSI 350 3/4" 18 15 19 476 649 222 709 518 42 45 10,7 (4 x) UNC 3/8x1.1/2
WFS 3002-20 U 3000 PSI 350 3/4" 20 14 17 476 649 222 709 518 42 45 10,7 (4 x) UNC 3/8x1.1/2
WFS 3002-22 U 3000 PSI 350 3/4" 22 18 19 476 649 222 709 518 42 45 10,7  (4x) UNC 3/8 x 1.1/2
WFS 3002-25 U 3000 PSI 350 3/4" 25 17 17 476 643 222 709 518 42 45 10,7 (4 x) UNC 3/8 x 1.1/2
WFS 3003-25 U 3000PSI 315 1" 25 19 21 524 699 262 792 584 45 50 10,7 (4x) UNC 3/8 x 1.1/2
WFS 3003-28 U 3000PSI 315 1" 28 24 25 524 699 262 792 584 45 50 10,7 (4 x) UNC 3/8 x 1.1/2
WFS 3003-30 U 3000 PSI 315 1" 30 21 21 524 699 262 792 584 45 50 10,7 (4 x) UNC 3/8 x 1.1/2
WFS 3004-25 U 3000 PSI 250 1.1/4" 25 19 27 587 794 302 853 726 50 59 120 (4x)UNC7/16x1.1/2
WFS 3004-30 U 3000 PSI 250 1.1/4" 30 22 27 587 794 302 853 726 50 50 120 (4x)UNC7/16x1.1/2
WFS 3004-35 U 3000 PSI 250 1.1/4" 35 31 32 587 794 302 853 726 50 59 120 (4x)UNC7/16x 1.1/2
WFS 3004-38 U 3000 PSI 250 1.1/4" 38 28 27 5,7 794 302 853 726 50 59 120  (4x) UNC 7/16 x1.1/2
WFS 3005-38 U 3000 PSI 200 112" 38 30 32 699 938 357 1171 822 76 76 135 (4x) UNC 1/2x1,3/4
WFS 3005-42U 3000 PSI 200 112" 42 36 36 699 938 357 1171 822 76 76 135 (4x) UNC 1/2x1,3/4

WFS 6004-30U 6000 PSI 315 1.1/4" 30 22 27 66,7 950 318 1066 772 68 68 *2 x) UNC 1/2 x 1,3/4
WFS 6004-38 U 6000 PSI 315 1.1/4" 38 28 30 66,7 950 31,8 1066 772 68 68 *2 4 x) UNC 1/2 x 1,3/4
WFS 6005-38 U 6000 PSI 315 1.1/2" 38 28 32 794 1130 365 1235 950 76 76 170 (4 x) UNC 5/8 x 2

PN = Menovity tlak PB = Max. prevadzkovy tlak

WFS 6001-16 U 6000 PSI 400 12" 16 10 10 405 560 182 616 472 39 38 8,7 (4x)UNC5/16x1.1/4
WFS 6002-16 U 6000 PSI 400 3/4" 16 10 17 58 71,0 238 780 600 48 48 10,7 (4 x) UNC 3/8x1.1/2
WFS 6002-20 U 6000 PSI 400 3/4" 20 12 17 508 71,0 238 780 600 48 48 10,7 (4 x) UNC 3/8x1.1/2
WFS 6002-25 U 6000 PSI 400 3/4" 25 15 17 508 71,0 238 780 600 48 48 10,7  (4x) UNC 3/8 x 1.1/2
WFS 6003-25 U 6000 PSI 400 1" 25 15 20 572 810 278 940 696 60 60 *1 (4x) UNC 7/16 x 1.1/2
WFS 6003-30 U 6000 PSI 400 1" 30 22 25 572 810 278 940 696 60 60 *1 (4x) UNC 7/16 x 1.1/2

(4

(

*1) = voliteine 12,0 alebo 12,5 - *2) = volitelne 13,5 alebo 14,5

Varianty produktu
WFS (3000 PsSI) Prirubovy adaptér, privarenie SAE, uhol 90°, iba priruba
WFS M (3000 / 6000 PSI) Prirubovy adaptér, privarenie SAE, uhol 90°, s 2 poloviénymi prirubami, stpravou skrutiek a O-kriZzkom

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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