WN VA
Nakrutka k naskrutkovaniu, uhol 90° HANSA[/FLEX

Vlastnosti
Pripojka 1 Vonkajsi zavit NPT

Tvar tesnenia 1 tesniaci zavit

Pripojka 2 metricky vonkajsi zavit valcovy
Tvar tesnenia 2 Vnutorny kuzel 24° ol
Konstrukcia Nakrutka pre naskrutkovanie T
Vyhotovenie Uhol 90°
Norma DIN 2353
ISO 8434-1
Rozsah dodavky  Hrdlo s presuvnou maticou a zareznym krizkom
Material Usliachtila ocel
Poznamka

Pokyny pre montaz, zabudovanie, tlakové zatazenie a povolené prevadzkové teploty najdete v technickych informaciach pre fitingové
nakrutky

Vyrobok
Oznacenie Konstrukény rad  Prevadzkovy tlak Rurka, vonkajsid G
(mm)

WN 04 LL VA LL PN 100 4 1/8" -27 NPT 7,0 21 11,0 17 9 10
WN 06 LL VA LL PN 100 6 1/8" -27 NPT 10,0 21 9,5 17 9 12
WN 08 LL VA LL PN 100 8 1/8" -27 NPT 10,0 21 9,5 17 12 14
WN NW 04 HL VA D PN 315 6 1/8" -27 NPT 10,0 27 12,0 20 12 14
WNNWO4HL1/4VA D PN 315 6 1/4" -18 NPT 12,0 29 14,0 26 12 14
WNNWO4HL3/8VA D PN 315 6 3/8" -18 NPT 15,3 33 18,0 28 14 14
WNNWO4HL1/2VA D PN 315 6 1/2" -14 NPT 17,0 38 23,0 34 19 14
WNNWO06HL1/8VA D PN 315 8 1/8" -27 NPT 110,0 29 14,0 26 12 17
WN NW 06 HL VA D PN 315 8 1/4" -18 NPT 12,0 29 14,0 26 12 17
WNNWO6HL3/8VA D PN 315 8 3/8" -18 NPT 15,2 23 11,5 20 12 17
WNNWO6HL1/2VA D PN 315 8 1/2" -14 NPT 17,5 30 15,0 26 12 17
WNNWOSHL1/8VA D PN 315 10 1/8" -27 NPT 10,0 30 15,0 27 14 19
WN NW 08 HL VA D PN 315 10 1/4" -18 NPT 14,0 30 15,0 27 14 19
WNNWOBHL3/8VA D PN 315 10 3/8" -18 NPT 15,2 30 15,0 27 14 19
WNNWOBHL1/2VA D PN 315 10 1/2" -14 NPT 20,0 37 21,0 33 17 19
WNNW10HL1/4VA D PN 315 12 1/4" -18 NPT 14,0 32 17,0 28 17 22
WN NW 10 HL VA D PN 315 12 3/8" -18 NPT 12,5 32 17,0 28 17 22
WNNW10HL1/2VA D PN 315 12 1/2" -14 NPT 19,0 38 23,0 34 19 22
WNNW13HL3/8VA D PN 315 15 3/8" -18 NPT 13,0 36 21,0 34 19 27
WN NW 13 HL VA D PN 315 15 1/2" -14 NPT 18,5 36 21,0 34 19 27
WNNW16 HL3/8VA D PN 315 18 3/8" -18 NPT 15,3 40 23,5 36 24 32
WN NW 16 HL VA D PN 315 18 1/2" -14 NPT 20,0 40 23,5 36 24 32
WNNW16 HL3/4VA D PN 315 18 3/4" -14 NPT 18,5 40 23,5 40 24 32
WNNW20HL1/2VA D PN 160 22 1/2" -14 NPT 20,0 44 27,5 42 27 36
WN NW 20 HL VA D PN 160 22 3/4" -14 NPT 18,5 44 27,5 42 27 36
WNNW25HL3/4VA D PN 160 28 3/4" -14 NPT 20,0 47 30,5 48 36 41
WN NW 25 HL VA D PN 160 28 1"-11,5 NPT 24,0 47 30,5 48 36 41
WN NW 32 HL VA D PN 160 35 1,1/4"-11,5NPT 25,5 56 34,5 54 41 50
WN NW 40 HL VA D PN 160 42 1,1/2"-11,5 NPT 26,0 63 40,0 61 50 60
WN NW 03 HS VA S PN 630 6 1/4" -18 NPT 12,0 31 16,0 26 12 17
WNNWO3HS3/8VA S PN 630 6 3/8" -18 NPT 15,3 32 17,5 27 14 17
WNNWO3HS1/2VA S PN 630 6 1/2" -14 NPT 20,0 36 21,0 34 17 17
WN NW 04 HS VA S PN 630 8 1/4" -18 NPT 15,0 32 17,0 27 14 19
WN NW 04 HS 3/8 VA S PN 630 8 3/8" -18 NPT 15,3 33 18,0 28 14 19
WNNWO04HS1/2VA S PN 630 8 1/2" -14 NPT 20,0 38 23,0 34 17 19
WNNWO06HS 1/4VA S PN 630 10 1/4" -18 NPT 15,0 34 17,5 28 17 22
WN NW 06 HS VA S PN 630 10 3/8" -18 NPT 12,0 34 17,5 28 17 22
WNNWO6HS1/2VA S PN 630 10 1/2" -14 NPT 20,0 39 22,5 32 17 22
WNNWO8HS 1/4 VA S PN 630 12 1/4" -18 NPT 15,0 38 21,5 29 17 24
WN NW 08 HS VA S PN 630 12 3/8" -18 NPT 12,5 38 21,5 28 17 24
WNNWO8HS 1/2VA S PN 630 12 1/2" -14 NPT 20,0 39 21,5 34 17 24
WNNW10HS 3/8VA S PN 630 14 3/8" -18 NPT 15,3 40 22,0 30 19 27
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WN VA
Nakrutka k naskrutkovaniu, uhol 90° HANSA[/FLEX

Vyrobok

Oznacenie Konstrukény rad  Prevadzkovy tlak Rurka, vonkajSid G

(mm)

WN NW 10 HS VA S PN 630 14 1/2" -14 NPT 18,0 40 22,0 34 19 27
WNNW13HS38VA S PN 400 16 3/8" -18 NPT 15,3 43 24,5 32 24 30
WN NW 13 HS VA S PN 400 16 1/2" -14 NPT 19,0 43 24,5 36 24 30
WNNW13HS3/4VA S PN 400 16 3/4" -14 NPT 20,0 43 25,0 40 24 30
WNNW16HS12VA S PN 400 20 1/2" -14 NPT 20,0 48 26,5 42 27 36
WN NW 16 HS VA S PN 400 20 3/4" -14 NPT 20,0 48 26,6 42 27 36
WN NW 20 HS VA S PN 400 25 1"-11,5 NPT 24,0 54 30,0 48 36 46
WN NW 25 HS VA S PN 400 30 1,1/4"-11,6 NPT 25,5 62 35,5 54 41 50
WN NW 32 HS VA S PN 315 38 1,12"-11,5 NPT 26,0 72 41,0 61 50 60

PN = Menovity tiak PB = Max. prevadzkovy tlak — Konstrukény rad: LL = Velmi lahka L = Lahka S = Tazka — @ = Vonkajsi priemer rirky

Varianty produktu

WN Nakrutka k naskrutkovaniu, uhol 90°, Ocel

WN MG Nakrutka k naskrutkovaniu, uhol 90°, Mosadz

XWN VA Nakrutka k naskrutkovaniu, uhol 90°, Usiachtila ocel
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