XEWORK 45
Nakrutka k naskrutkovaniu, uhol 45° HANSA[/FLEX

Vlastnosti a’ > o
Pripojka 1 Vonkajsi zavit BSP, valcovy RETAY QRN
Tvar tesnenia 1 O-kruzok a komorovy kruzok & d "/'\\\ ., >
Pripojka 2 metricky vonkaj$i zavit valcovy N vy d e
Tvar tesnenia2  Vnatorny kuzel 24° lr L . /
Konétrukcia Nakrutka pre naskrutkovanie s nastavitelnym ol | sw
smerom b o —— 51
Vyhotovenie Uhol 45° 1 : %
Rozsah dodéavky  Hrdlo (bez presuvnej matice a zarezného krdzku) ": L - 4 OR
Material Ocel -G

Povrchova ochrana  galvanicky poviak

Poznamka

Pokyny pre montaz, zabudovanie, tlakové zatazenie a povolené prevadzkové teploty najdete v technickych informaciach pre fitingové
nakrutky

Vyrobok
Oznacenie Konstrukény  Prevadzkovy ©@d2 G1
rad tlak
(mm)

XEWORK45NWO04HL D PN 315 6 G1/8"-28 M12x15 7 9 21 16 14 14 7,65x1,78
XEWORK45NWO06 HL D PN 315 8 G1/4"-19 M14x15 9 12 20 19 14 19 10,78 x2,62
XEWORK45NWO08HL D PN 315 10 G1/4"-19 M16x15 9 12 25 19 19 19 10,78 x2,62
XEWORK45NW10HL D PN 250 12 G3/8"-19 M18x15 9 14 28 21 19 22 13,94x2,62
XEWORK45NW 13 HL D PN 250 15 G1/2"-14 M22x15 13 17 26 24 22 27 17,86 x 2,62
XEWORK45NW 16 HL D PN 250 18 G1/2"-14 M26x15 13 17 32 24 27 27 17,86 x 2,62
XEWORK45NW20HL D PN 160 22 G3/4"-14 M30x2 13 19 37 26 30 36 23,47x2,62
XEWORK45NW20HL27 D PN 160 22 G3/4"-14 M27x2 13 19 37 26 30 36 2347x2,62
XEWORK45NW 25 HL D PN 160 28 G1"-11 M36x2 15 23 37 31 36 41 29,74x3,53
XEWORK45NW32HL D PN 160 35 G1,14"-11 M45x2 15 27 39 37 50 50 37,69 x 3,53
XEWORK45NW40HL D PN 160 42 G11/2"-11 M52x2 15 26 39 37 50 55 44,04 x 3,53
XEWORK 45 NW O3 HS S PN 315 6 G1/4"-19 M14x15 9 9 19 16 14 19 10,78 x 2,62
XEWORK 45 NW 04 HS S PN 315 8 G1/4"-19 M16x15 9 12 23 19 19 19 10,78 x 2,62
XEWORK 45 NWO06 HS S PN 250 10 G3/8"-19 M18x15 9 13 25 21 19 22 13,94x2,62
XEWORK 45 NWO08HS S PN 250 12 G3/8"-19 M20x15 9 17 25 24 22 22 13,94x2,62
XEWORK45NW 10HS S PN 250 14 G1/2"-14 M22x15 13 16 31 24 27 27 17,86 x 2,62
XEWORK45NW 13 HS S PN 250 16 G1/2"-14 M24x15 13 16 31 24 27 27 17,86 x 2,62
XEWORK45 NW 16 HS S PN 250 20 G3/4"-14 M30x2 12 16 34 27 30 36 23,47 x2,62
XEWORK45NW20HS S PN 250 25 G1"-11 M36x2 14 19 37 31 36 41 29,74 x 3,53
XEWORK 45 NW 25 HS S PN 160 30 G1,1/4"-11 M42x2 15 24 38 37 50 50 37,69 x 3,53
XEWORK45NW32HS S PN 160 38 G1,12"-11 M52x2 15 21 38 37 50 55 44,04 x 3,53

Konstruk&ny rad: LL = Veimi lahka L = Lahka S = Tazka — PN = Menovity tlak PB = Max. prevadzkovy tlak — @ d2 = Vonkajsi priemer rdry

Varianty produktu

EWORK 45 Nakrutka k naskrutkovaniu, uhol 45°, Hrdlo s presuvnou maticou a zareznym krizkom

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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