XSWM VA
Oto&néa nakrutka, uhol 90° HANSA,/ FLEX

Vlastnosti Y .
Pripojka 1 metricky vonkajsi zavit valcovy : 51, LM
Tvar tesnenia 1 Kruzok s tesniacou hranou by _ : d
Pripojka 2 metricky vonkajsi zavit valcovy S | !
Tvar tesnenia 2 Vnutorny kuzel 24° S " [ %r
Konstrukcia Natacacia nakrutka 1 S.I. § N
Vyhotovenie Uhol 90° -
Norma DIN 2353 ==

ISO 8434-1 LI
Rozsah dodavky  Hrdlo (bez presuvnej matice a zarezného kruzku) S .
Materi4l Usliachtila ocel
Poznamka

Pokyny pre montaz, zabudovanie, tlakové zatazenie a povolené prevadzkové teploty najdete v technickych informaciach pre fitingové
nakrutky

Vyrobok

Oznacenie Konstrukény rad Prevadzkovy tlak @d2 G

(mm)

XSWMNWO04HLVA D PN 250 6 M10x1 14,5 6 21,5 10,0 10,5 17,5 14 14
XSWMNWO6HLVA D PN 250 8 M12x15 17,5 9 25,0 12,0 12,0 19,0 17 17
XSWMNWOSHLVA D PN 250 10 M14x15 19,5 9 27,0 13,0 14,0 21,0 19 19
XSWMNW10HLVA D PN 250 12 M16x15 215 9 32,0 15,0 15,5 22,5 22 22
XSWMNWA13HLVA D PN 250 15 M18x15 235 9 37,5 18,0 17,5 24,5 24 24
XSWMNW16 HLVA D PN 160 18 M22x15 27,0 11 44,0 21,5 20,5 28,0 30 27
XSWMNW20HLVA D PN 160 22 M26x15 31,0 12 49,0 24,0 25,5 33,0 36 32
XSWMNWO3HSVA S PN 250 6 M12x15 17,5 9 25,0 12,0 14,0 21,0 17 17
XSWMNWO04HSVA S PN 250 8 M14x15 195 9 27,0 13,0 15,0 22,0 19 19
XSWMNWO0BHSVA S PN 250 10 M16x15 215 9 32,0 15,0 16,0 23,5 22 22
XSWMNWO8HSVA S PN 250 12 M18x156 235 9 37,0 18,0 17,0 24,5 24 24
XSWMNW10HSVA S PN 250 14 M20x15 255 11 37,0 18,0 20,0 28,0 27 27
XSWMNW13HSVA S PN 160 16 M22x15 27,0 11 44,0 22,0 21,5 30,0 30 27
XSWMNW16 HSVA S PN 160 20 M27 x 2 32,0 13 49,0 24,0 24,5 35,0 36 32

PN = Menovity tiak PB = Max. prevadzkovy tlak — Konstrukény rad: LL = Velmi lahka L = Lahka S = Tazka — @ d2 = Vonkajsi priemer rdry

Varianty produktu
XSWM Oto&na nakrutka, uhol 90°, Ocel
SWM VA  Otoéna nakrutka, uhol 90°, Usiachtila ocel

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
29.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



