G AN HN

Hrdlo k naskrutkovaniu

HANSAVFLEX

Vlastnosti

Pripojka 1 Zavit pre matice NPT (NPSM)
Tvar tesnenia 1 Vonkaj$i kuzel 60°

Pripojka 2 Vonkajsi zavit NPT

Tvar tesnenia 2 tesniaci zavit

Kon&trukcia Hrdlo k zaskrutkovaniu
Vyhotovenie priame

Materidl Ocel

Povrchova ochrana  galvanicky poviak

Vyrobok
Oznacenie G1 G2 SW S1
(mm)

G AN 02 HN 1/8" -27 NPT 1/8" -27 NPT 14 14
G AN 04 HN 1/4" -18 NPT 1/4" -18 NPT 18 18
G AN 04 HN 02 1/4" -18 NPT 1/8" -27 NPT 16 18
G AN 04 HN 06 1/4" -18 NPT 3/8"-18 NPT 18 18
G AN 06 HN 3/8" -18 NPT 3/8"-18 NPT 22 22
G AN 06 HN 04 3/8" -18 NPT 1/4" -18 NPT 21 22
G AN 06 HN 08 3/8"-18 NPT 1/2" -14 NPT 22 22
G AN 08 HN 1/2" -14 NPT 1/2" -14 NPT 25 25
G AN 08 HN 04 1/2" -14 NPT 1/4" -18 NPT 24 25
G AN 08 HN 06 1/2" -14 NPT 3/8"-18 NPT 24 25
G AN 08 HN 12 1/2" -14 NPT 3/4" -14 NPT 29 25
G AN 12 HN 3/4" -14 NPT 3/4" -14 NPT 32 32
G AN 12 HN 08 3/4" -14 NPT 1/2" -14 NPT 32 32
G AN 12 HN 16 3/4" -14 NPT 1"-11,5 NPT 35 38
G AN 16 HN 1"-11,5 NPT 1"-11,5 NPT 38 38
G AN 16 HN 12 1"-11,5 NPT 3/4" -14 NPT 38 38
G AN 20 HN 1,1/4" -11,5 NPT 1,1/4" -11,5 NPT 48 48
G AN 24 HN 16 1,1/2" -11,5 NPT 1"-11,5 NPT 45 54
G AN 24 HN 1,1/2" -11,5 NPT 1,1/2" -11,5 NPT 54 54
G AN 32 HN 2" -11,5 NPT 2" -11,5 NPT 67 67

SW, S1, S2 = Sirka kitiga

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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