GE HRED HJOF
Hrdlo k naskrutkovaniu HANSA[/FLEX

Vlastnosti

Pripojka 1 Vonkajsi zavit BSP, valcovy w

Tvar tesnenia 1 Tvar E i i
Pripojka 2 Vonkaijsi zavit ORFS ‘ ‘
Tvar tesnenia 2 s plochym tesnenim s O-kruzkom O L ) | S I L | M+
Kon&trukcia Hrdlo k zaskrutkovaniu ‘
Vyhotovenie priame ! %ﬁ,\_t
Material Ocel oR

Povrchova ochrana  galvanicky poviak

Vyrobok
Oznacenie G1 G2 SW (0]

(mm)
GE HRED 02 HJOF 04 G 1/8" -28 9/16" -18 UNF 17 7,65x1,78
GE HRED 02 HJOF 06 G 1/8" -28 11/16" -16 UN 19 9,25x 1,78
GE HRED 04 HJOF G 1/4"-19 9/16" -18 UNF 19 7,65x1,78
GE HRED 04 HJOF 06 G 1/4" -19 11/16" -16 UN 19 9,25x 1,78
GE HRED 04 HJOF 08 G 1/4" -19 13/16" -16 UN 22 12,42 x 1,78
GE HRED 06 HJOF 04 G 3/8"-19 9/16" -18 UNF 22 7,65x1,78
GE HRED 06 HJOF G 3/8"-19 11/16" -16 UN 22 9,25x 1,78
GE HRED 06 HJOF 08 G 3/8"-19 13/16" -16 UN 22 12,42 x1,78
GE HRED 06 HJOF 10 G 3/8"-19 1"-14 UNS 27 15,60 x 1,78
GE HRED 08 HJOF 04 G1/2"-14 9/16" -18 UNF 27 7,65x1,78
GE HRED 08 HJOF 06 G1/2"-14 11/16" -16 UN 27 9,25x 1,78
GE HRED 08 HJOF G 1/2"-14 13/16" -16 UN 27 12,42 x 1,78
GE HRED 08 HJOF 10 G 1/2"-14 1" -14 UNS 27 15,60 x 1,78
GE HRED 08 HJOF 12 G 1/2"-14 1,3/16" -12 UN 32 18,77 x 1,78
GE HRED 12 HJOF 06 G 3/4"-14 11/16" -16 UN 32 9,25x 1,78
GE HRED 12 HJOF 08 G 3/4"-14 13/16" -16 UN 32 12,42 x1,78
GE HRED 12 HJOF 10 G 3/4"-14 1"-14 UNS 32 15,60 x 1,78
GE HRED 12 HJOF G 3/4"-14 1,3/16" -12 UN 32 18,77 x 1,78
GE HRED 12 HJOF 16 G 3/4" -14 1,7/16" -12 UN 41 23,52 x1,78
GE HRED 16 HJOF 10 G1"-11 1" -14 UNS 41 15,60 x 1,78
GE HRED 16 HJOF 12 G1"-11 1,3/16" -12 UN 41 18,77 x 1,78
GE HRED 16 HJOF G1"-11 1,7/16" -12 UN 41 23,52 x1,78
GE HRED 16 HJOF 20 G1"-11 1.11/16" -12 UN 46 29,87 x 1,78
GE HRED 20 HJOF 16 G 1,1/4" -11 1,7/16" -12 UN 50 23,52 x1,78
GE HRED 20 HJOF G 1,1/4" -11 1.11/16" -12 UN 50 29,87 x 1,78
GE HRED 24 HJOF 16 G1,1/2" -11 1,7/16" -12 UN 55 23,52 x1,78
GE HRED 24 HJOF 20 G 1,1/2" -11 1.11/16" -12 UN 55 29,87 x 1,78
GE HRED 24 HJOF G 1,1/2" -11 2" -12 UN 55 37,82x1,78

SW = Sirka kiu¢a

Varianty produktu
GE HRED HJOF VA  Hrdlo k naskrutkovaniu, Uslachtila ocel

Nahradné diely
WD Mékké tesnenie pre nakrutky ED

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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