TR WB

Plastova rurka z PA 12, makka

HANSAVFLEX

Vlastnosti
Oblast' pouzitia

Ovladacie vedenia v hydraulickych a pneumatickych
systémoch

Technika vozidiel

Laboratoria a potravinarsky priemysel

Blok popisu odolna vodi teplote a poveternostnym podmienkam
nizka hmotnost’

Vnitorna vrstva  Polyamid

Vnatorna viozka  Ziadne

VonkajSia vrstva  Polyamid

Farba modra

Teplota min. -60 °C

Teplota max. 100 °C

Rozsah tepl6t

Teplotné $picky do 120°C

Média

Mineralny olej

Tuk

Pohonné latky

odolnost’ vo¢i vodnym roztokom kyselin, lihov a soli

Poznamka
Od 20 °C berte do uvahy faktor redukcie tlaku.<br>

(Max. prevadzkovy tlak = Prevadzkovy tlak x koeficient).<br>
Teplota: 20°C/30°C/40°C/50°C/60°C/70°C/80°C/90°C/100°C/110°C /120 °C
<br>Koeficient: 1,00/ 0,83

/0,72 /0,64 /0,57 /0,52 /0,47 /0,44 /0,36 /0,32

Vyrobok
Oznacenie Vnutorny @ Vonkajsi @ Hrabky steny BD* pri 20°C Polomer ohybu min.
(mm) (mm) (mm) (bar) (mm)
TR 04-0.5 WB 3,0 4,0 0,50 19,0 20
TR 04-0.65 WB 2,7 4,0 0,65 26,0 20
TR 04-1 WB 2,0 4,0 1,00 45,0 20
TR 05-0.85 WB 3,3 5,0 0,85 28,0 25
TR 05-1 WB 3,0 5,0 1,00 34,0 25
TR 06-1 WB 4,0 6,0 1,00 27,0 30
TR 08-1 WB 6,0 8,0 1,00 19,0 40
TR 08-1.25 WB 5,5 8,0 1,25 26,0 40
TR 08-1.5 WB 5,0 8,0 1,50 31,0 40
TR 10-1 WB 8,0 10,0 1,00 15,0 60
TR 10-1.25 WB 7,5 10,0 1,25 19,0 60
TR 10-1.5 WB 7,0 10,0 1,50 23,0 50
TR 10-2 WB 6,0 10,0 2,00 34,0 50
TR 12-1 WB 10,0 12,0 1,00 12,0 60
TR 12-1.5 WB 9,0 12,0 1,50 19,0 60
TR 12.5-1.25 WB 10,0 12,5 1,25 15,0 75
TR 12-2 WB 8,0 12,0 2,00 27,0 60
TR 14-1.5 WB 11,0 14,0 1,50 16,0 80
TR 14-2 WB 10,0 14,0 2,00 22,0 75
TR 15-1.5 WB 12,0 15,0 1,50 15,0 90
TR 16-2 WB 12,0 16,0 2,00 19,0 95
TR 18-2 WB 14,0 18,0 2,00 16,0 100
TR 20-2 WB 16,0 20,0 2,00 14,0 120
TR 22-2 WB 18,0 22,0 2,00 13,0 150
TR 25-2.5 WB 20,0 25,0 2,50 14,0 150
TR 28-2.5 WB 23,0 28,0 2,50 13,0 150
TR 30-2.5 WB 25,0 30,0 2,50 8,0 260
BD = Prevadzkovy tlak
Varianty produktu
TR WGE Plastova rurka z PA 12, makka, ZIta
TR WR Plastova rarka z PA 12, makka, ¢ervena
TRWS Plastova rurka z PA 12, makka, Cierny
TRWT Plastova rurka z PA 12, méakka, transparentny
Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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