PN FL 45
Vsuvka k nalisovaniu, BEL uhol 45° HANSA[/FLEX

Vlastnosti - 5 -
Oblast’ pouzitia Vsuvka k nalisovaniu pre hadice HD 100 az HD

400, KP, TE DN' _
Pripojka 1 Natrubky T Lot
Tvar tesnenia 1 Pripojenie so zareznym krizkom S
Skratka BEL S
Norma ISO 8434-1 -

Konstrukény rad  Tahka

Material Ocel

Povrchové ochrana  galvanicky povlak

Poznamka

Kone¢na montaz zarezného krdzku sa musi vykonat' v kalenom hrdle pre predmontaz (VOM...).
Prislusnt objimku vyberte podia typu hadice.

Nepouzivat' pre nové konstrukcie; odpori¢ame: PN...AOL...45.

Vyrobok
Oznacenie Rozmer Prevadzkovy tlak

(bar)
PN 04 FL 45 5 3 3/16" 250,0 6,0 68,5 19,0
PN 06 FL 04 45 6 4 1/4" 250,0 6,0 77,0 19,0
PN 06 FL 45 6 4 1/4" 250,0 8,0 71,5 19,0
PN 08 FL 06 45 8 5 5/16" 250,0 8,0 77,0 20,0
PN 08 FL 45 8 5 5/16" 250,0 10,0 80,5 23,0
PN 10 FL 08 45 10 6 3/8" 250,0 10,0 88,0 25,0
PN 10 FL 45 10 6 3/8" 250,0 12,0 88,0 25,0
PN 10 FL 13 45 10 6 3/8" 250,0 15,0 89,0 24,5
PN 13 FL 10 45 12 8 1/2" 250,0 12,0 87,0 22,0
PN 13 FL 45 12 8 1/2" 250,0 15,0 98,0 27,0
PN 13 FL 16 45 12 8 1/2" 160,0 18,0 95,5 26,0
PN 16 FL 20 45 16 10 5/8" 160,0 22,0 107,0 29,0
PN 20 FL 16 45 19 12 3/4" 160,0 18,0 108,5 41,5
PN 20 FL 45 19 12 3/4" 160,0 22,0 112,0 29,0
PN 25 FL 45 25 16 1" 100,0 28,0 130,0 34,0
PN 32 FL 45 31 20 1.1/4" 100,0 35,0 155,5 41,0
PN 40 FL 45 38 24 1.1/2" 100,0 42,0 174,5 44,0
Varianty produktu

PN FL 45 VA Vsuvka k nalisovaniu, BEL uhol 45°, Uiachtila ocel

Pridavné elementy
VOM Predmontované hrdla

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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