UPG G
Hadica na chladivo HANSA[/FLEX

Vlastnosti

Pouzitie Vedenia chladiacich a mazacich prostriedkov pre
trieskové obrabanie kovov.

Vyhotovenie  Ocelova nosna zavitovka s vnitornou hadicou z PVC
obojstranny ¢ap pre naskrutkovanie z ocele
Povrch niklovany

Vlastnosti Absolutne tesné
rune ohybné takmer v kazdej polohe
stabilné
odolné voci olejom, tukom, atd'.

& [0 T ONTTRRTTRRETRRTIARSNS <5

A & =

Pokyny pre objednanie

Iné rozmery na vyziadanie

Vyrobok
Oznacenie G1 G2 ID S1 Menovita dizka (+/-5 mm)
(mm) (mm)

UPG G1/8-250 R 1/8" R 1/8" 8,0 15,0 250
UPG G1/8-320 R 1/8" R 1/8" 8,0 15,0 320
UPG G1/8-400 R 1/8" R 1/8" 8,0 15,0 400
UPG G1/8-500 R 1/8" R 1/8" 8,0 15,0 500
UPG G1/4-200 R 1/4" R 1/4" 10,0 19,0 200
UPG G1/4-250 R 1/4" R 1/4" 10,0 19,0 250
UPG G1/4-320 R 1/4" R 1/4" 10,0 19,0 320
UPG G1/4-400 R 1/4" R 1/4" 10,0 19,0 400
UPG G1/4-500 R 1/4" R 1/4" 10,0 19,0 500
UPG G1/4-630 R 1/4" R 1/4" 10,0 19,0 630
UPG G1/4-800 R 1/4" R 1/4" 10,0 19,0 800
UPG G3/8-200 R 3/8" R 3/8" 10,0 24,0 200
UPG G3/8-320 R 3/8" R 3/8" 10,0 24,0 320
UPG G3/8-400 R 3/8" R 3/8" 10,0 24,0 400
UPG G3/8-500 R 3/8" R 3/8" 10,0 24,0 500
UPG G3/8-630 R 3/8" R 3/8" 10,0 24,0 630
UPG G3/8-800 R 3/8" R 3/8" 10,0 24,0 800
UPG G1/2-500 R 1/2" R 1/2" 10,0 27,0 500
UPG G1/2-630 R1/2" R 1/2" 10,0 27,0 630
UPG G1/2-800 R1/2" R 1/2" 10,0 27,0 800

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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