GMM 100 HFR
Manometer s glycerinovou naplhou HANSA[/FLEX

Vlastnosti

Kons&trukcia Pipe spring pressure gauge with glycerine filling

Upevnenie Celny krtizok s upeviiovacimi otvormi

Pripojka 1 Vonkajsi zavit BSP, valcovy

Tvar tesnenia1 s plochym tesnenim s ¢apom

Pripojka vzadu, excentricka

Norma EN 837-1

Timenie v dbsledku glycerinovej napine —

Rozsah teplét  max. média. +60 °C
Okolité -20 °C az +60 °C

Poznamka
Rozsah pouzitia pri kiudovom zataZeni: 3/4 x koncova hodnota stupnice.
Rozsah pouzitia pri striedavom zat'aZzeni: 2/3 x koncova hodnota stupnice.

Vyrobok

Oznacenie Menovita velkost' @ Rozsah stupnice Akostna trieda Pripojka
GMM 100-0.6 HFR 100 0...0,6 1,0 G1/2"-14
GMM 100-1 HFR 100 0...1 1,0 G1/2"-14
GMM 100-1.6 HFR 100 0...1,6 1,0 G1/2"-14
GMM 100-2.5 HFR 100 0..2,5 1,0 G 1/2"-14
GMM 100-4 HFR 100 0..4 1,0 G 1/2"-14
GMM 100-6 HFR 100 0..6 1,0 G 1/2"-14
GMM 100-10 HFR 100 0...10 1,0 G1/2"-14
GMM 100-16 HFR 100 0...16 1,0 G1/2"-14
GMM 100-25 HFR 100 0...25 1,0 G1/2"-14
GMM 100-40 HFR 100 0...40 1,0 G1/2"-14
GMM 100-60 HFR 100 0...60 1,0 G1/2"-14
GMM 100-100 HFR 100 0...100 1,0 G1/2"-14
GMM 100-160 HFR 100 0...160 1,0 G 1/2"-14
GMM 100-250 HFR 100 0...250 1,0 G 1/2"-14
GMM 100-400 HFR 100 0...400 1,0 G1/2"-14
GMM 100-600 HFR 100 0...600 1,0 G1/2"-14
GMM 100-1000 HFR 100 0...1000 1,0 G1/2"-14

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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