JG 09 (zyl.)
Konektor k naskrutkovaniu, uhol 90° HANSA[/FLEX

Vlastnosti 2

Oblast pouzitia  Aplikacie v pneumatickych a podtlakovych systémoch (_’/H7 H” .
a v potravinarstve | %l

Pripojka 1 Vonkaij$i zavit BSP, valcovy =

Tvar tesnenia 1 zapuzdreny O-krdzok na hrdle k naskrutkovaniu *

Pripojka 2 Vsuvkové hrdlo ' 1

Vyhotovenie Uhol 90° . [‘%

Kon&trukcia Konektor k naskrutkovaniu I

Farba cierny oR l ' L

Média Vzduch B

kvapalné média
inertné plyny napr. N2/CO2

Materiél T_?I?so z kopolyméru etylén vinylacetat, O-krdzok z

nitrilu
Vyrobok
Oznacenie @ d2 G1 i L1 L2 SW

(mm) (mm) (mm) (mm) (mm)

JG090411E 4 G 1/8"-28 5,5 30,0 24,0 14
JG090412E 4 G 1/4"-19 8,0 31,0 24,0 17
JGO090511E 5 G 1/8"-28 55 30,0 24,0 14
JG090512E 5 G 1/4"-19 8,0 31,0 24,0 17
JG090611E 6 G 1/8"-28 55 34,0 27,0 15
JG090612E 6 G 1/4" -19 8,0 35,0 27,0 17
JG090811E 8 G 1/8"-28 55 36,0 30,0 17
JG090812E 8 G 1/4"-19 8,0 37,0 30,0 17
JG 090813 E 8 G 3/8"-19 9,5 37,0 30,0 22
JG091012E 10 G 1/4"-19 8,0 42,0 35,0 20
JGO091013 E 10 G 3/8"-19 9,5 42,0 35,0 22
JGO091014 E 10 G1/2"-14 12,5 42,0 35,0 27
JG091213 E 12 G 3/8"-19 9,5 50,0 44,0 26
JG091214 E 12 G1/2"-14 12,5 50,0 44,0 30
JG091513 E 15 G 3/8"-19 11,3 65,5 50,6 22
JG091514 E 15 G 1/2"-14 14,5 65,5 50,6 27
JG091814 E 18 G1/2"-14 14,5 77,0 59,7 27
JG 092214 E 22 G1/2"-14 14,5 82,0 66,0 27
JG092216 E 22 G 3/4"-14 17,0 83,6 66,0 37

chybajuce rozmery na vyziadanie

Prisludenstvo
JG 18 S  Poistny krizok pre nasuvnu spojku
JG 19 E Ochranné veko pre nasuvnu spojku

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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