2 OK VC
Svorka s 2 okami HANSAVFLEX

Vlastnosti

Oblast’ pouzitia Upevnovanie hadic v nizkotlakovej a
strednotlakovej oblasti.

Material Ocel

Povrchova ochrana  chromovo lesklo pozinkované

Vyrobok
Oznadenie Rozsah upinania (mm) Sirka pasu
(mm)
20K 3-5VC 3,0-5,0 5,0
20K 3.1-4.1VC 3,1-41 3,5
20K 3.5-4.5VC 3,5-45 3,5
20K 5-7VC 50-7,0 6,0
20K7-9VC 7,0-9,0 7,0
2 OK 8-11VC 8,0-11,0 7,0
2 0K 9-11VC 9,0-11,0 7,0
20K 11-13VC 11,0-13,0 7,0
20K 13-15VC 13,0-15,0 7,5
2 OK 15-17 VC 15,0-17,0 8,0
2 0K 15-18 VC 15,0 - 18,0 8,0
2 0K 16-19 VC 16,0 - 19,0 8,0
2 OK 17-20 VC 17,0 - 20,0 8,5
2 OK 19-22 VC 19,0 - 22,0 9,0
2 OK 20-23 VC 20,0-23,0 9,0
2 OK 22-25 VC 22,0-25,0 10,0
2 OK 23-25 VC 23,0-25,0 10,0
2 OK 23-27 VC 23,0-27,0 10,0
2 OK 25-28 VC 25,0 - 28,0 10,0
2 OK 27-31 VC 27,0-31,0 10,0
2 OK 28-31 VC 28,0-31,0 10,0
2 OK 31-34 VC 31,0-34,0 10,0
2 OK 34-37 VC 34,0-37,0 10,0
2 OK 37-40 VC 37,0 - 40,0 10,0
2 OK 40-43 VC 40,0 - 43,0 10,0
2 0K 43-46 VC 43,0 - 46,0 10,0
Varianty produktu
2 0K Svorka s 2 okami, galvanicky povlak

2 OKVA  Svorka s 2 okami, Usiachtila ocel

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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