ASK
Hadicova objimka HANSA,/ FLEX

Vlastnosti
Konstrukcia Objimky so zavitovkovym zavitom

Kon3trukcia, doplnok  Skrutka so Sesthrannou so $trbinou
Norma DIN 3017
Material Ocel

Povrchova ochrana  pozinkované

Vyrobok
Oznadenie Rozsah upinania (mm) Sirka pasu
(mm)
ASK 08-12 8-12 9,0
ASK 10-16 10-16 9,0
ASK 12-20 12-20 9,0
ASK 16-25 16 - 25 12,0
ASK 20-32 20 - 32 12,0
ASK 25-40 25-40 12,0
ASK 35-50 35-50 12,0
ASK 40-60 40 -60 12,0
ASK 50-70 50-70 12,0
ASK 60-80 60 - 80 12,0
ASK 70-90 70-90 12,0
ASK 80-100 80 - 100 12,0
ASK 90-110 90 - 110 12,0
ASK 100-120 100-120 12,0
ASK 110-130 110-130 12,0
ASK 120-140 120 - 140 12,0
ASK 130-150 130 - 150 12,0
ASK 140-160 140 - 160 12,0
ASK 150-170 150 - 170 12,0
ASK 160-180 160 - 180 12,0
ASK 170-190 170-190 12,0
ASK 180-200 180 - 200 12,0
ASK 190-210 190 - 210 12,0
ASK 200-220 200 - 220 12,0
ASK 210-230 210 - 230 12,0
ASK 220-240 220 - 240 12,0
ASK 230-250 230 - 250 12,0
ASK 240-260 240 - 260 12,0
ASK 250-270 250 - 270 12,0
ASK 260-280 260 - 280 12,0
ASK 270-290 270 - 290 12,0
ASK 280-300 280 - 300 12,0
ASK 290-310 290 - 310 12,0

Prislusenstvo
SCHRAUBENDR  Skrutkovac, ohybny

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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