GBS
Objimka s kibovym Gapom PA-RI HANSA[/ FLEX

Vlastnosti

Oblast’ pouzitia pre sacie hadice a hadice spatného vedenia
Konstrukcia Objimka s kibovym &apom

Materi4l Ocel

Povrchové ochrana  galvanicky povlak

Vyrobok
Oznacenie pre vonkajsi @ hadice Rozsah upinania (mm) Sirka pasu Skrutky Vyhotovenie
(mm) (mm)

GBS 36-20 36 32-38 20,0 1xM6 1dielny
GBS 42-20 42 38-44 20,0 1xM6 1dielny
GBS 44-20 44 40 - 46 20,0 1xM6 1dielny
GBS 48-20 48 44 - 50 20,0 1xM6 1dielny
GBS 50-20 50 46 - 52 20,0 1xM6 1dielny
GBS 56-25 56 52 - 58 25,0 1xM8 1dielny
GBS 61-25 61 57 - 63 25,0 1xM8 1dielny
GBS 63-25 63 59 - 65 25,0 1xM8 1dielny
GBS 70-25 70 66 - 72 25,0 1xM8 1dielny
GBS 76-25 76 72-78 25,0 1xM8 1dielny
GBS 78-25 78 74 - 80 25,0 1xM8 1dielny
GBS 83-25 83 79 -85 25,0 1xM8 1dielny
GBS 89-25 89 85 - 91 25,0 1xM8 1dielny
GBS 91-25 91 87 -93 25,0 1xM8 1dielny
GBS 94-25 94 90 - 96 25,0 1xM8 1dielny
GBS 105-25 - 101 - 107 25,0 1xM8 1dielny
GBS 116-25 116 112-118 25,0 1xM8 1dielny
GBS 118-25 118 114 - 120 25,0 1xM8 1dielny
GBS 145-25 145 137 - 149 25,0 2xM8 2dielny
GBS 170-25 170 162 - 174 25,0 2xM8 2dielny
GBS 225-25 225 217 - 229 25,0 2xM8 2dielny

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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