HK ARE
Ventil obmedzovaca tlaku ARE HANSAVFLEX

Vlastnosti

Vyhotovenie priamo riadeny
Vyhotovenie R s nizkou vnutornou netesnost'ou

Prevadzkovy tlak  do 500 bar

HEK ARE

S

Poznamka
Tieto ventily musia byt nastavené pre pripad pouzitia

Vyrobok
Oznacenie Rozsah nastavenia tlaku bar : Pripojka P Pripojka T Hmotnost’
(kg)
HK ARE 06 100 R 3-100 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 06 210 R 10-210 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 06 350 R 15- 350 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 06 500 R 30 - 500 40 140 62 G 1/4" G 3/8" 1,0
HK ARE 15 15 R 2-15 75 165 62 G1/2" G1/2" 1,3
HK ARE 15 75 R 4-75 75 165 62 G1/2" G1/2" 1,3
HK ARE 15 150 R 8 -150 75 165 62 G1/2" G1/2" 1,3
HK ARE 15 250 R 8 - 250 75 165 62 G1/2" G1/2" 1,3

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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