HK SH
Valec s dutym piestom 700 bar HANSA[/FLEX

Vlastnosti

—_——
Vyhotovenie Valcova hlava kalena
Piest pochrémovany natvrdo

Vratna sila pruziny
Prevadzkovy tlak  max. 700 bar

Materidl Ocel
Rozsah doddvky s rychlospojkou objimka 3/8"-18 NPT

Poznamka
Attention: Please observe separate safety precautions for working with 700 bar equipment (see technical information)!

Popis

Valce s dutym piestom sa pouzivaju pre ovladanie tlaku a tahu.
Jednoduché upevnenie zavitom na plasti valca

Stieracie kruzky piestu na zabranenie znecisteniu

Vymenna oporna hlava

Vyrobok
Oznacenie Zdv- Ploc- A: B C D: E F Vv | J K D M

ih ha
(mm) (cm2) (mm) (mm) (mm) (mm) (mm)

HK SH 01204 121,0 12 40 17,6 124 164 20,5 75 55 40 19 2.3/4" -16 30 25 55 M28 x 1,5 7 5/16" -18 50,8 12 70 4,0

HKSH 01208 1210 w2 76 176 176 252 205 75 55 40 19 234"-16 30 25 5 M28x15 18 516"-18 50,8 12 134 48

HKSH 02215 2170 22 150 320 318 468 270 105 75 56 23 3.7/8"-12 38 25 48 19/16"-16 8 3/8"-16 830 15 4714 18,0
HK SH 03006 301,8 30 04 44,0 197 261 334 120 90 68 26 4.1/2" 12 42 4,0 55 1.13/16" -16 22 3/8"-16 92,2 17 281 13,2
HK SH 03015 301,8 30 150 44,0 322 472 33,0 120 90 68 26 4.1/2" 12 42 4,0 55 1.13/16" -16 9 3/8"-16 92,0 17 660 23,5
HKSHO06008 5782 e 76 842 253 329 540 165 125 95 31 6.1/4"-12 48 40 80 23/4"-16 22 1/2"-13 1303 14 e 323

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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