DSR UP
Dvojita stierka, DSR-UP HANSAVFLEX

Vlastnosti
Konstrukcia Stiera¢ L
onstrukcla. > . =y |
Rychlost klzaniamax. 0,5 m/s q . H
Teplota min. -30 °C : ’lr
Teplota max. 80 °C _d
c oL
Média Mineralne oleje Toleranz / Tolerance &%—{
v - - - . d D L c F G E
Montaz Stierku tvarujte do formy oblicky a zatlacte do +0.20 +0.20
upinacej drazky h11 | H11| =% H10 | H11 " \‘_,k::}
Pouzitie Hydraulika - -C- -
Material PUR
Popis

stiera aj unikovy olej z utesneného priestoru
jednoducha montaz

Vyrobok
Oznacenie

(
DSR 18-UP 26 18 4,0 24 21,5 6,0 2 8
DSR 22-UP 22 22 4,0 28 25,5 6,0 2 8
DSR 32-UP 40 32 4,0 38 35,5 6,0 2 8
DSR 35-UP 43 35 4,0 41 38,5 6,0 2 8
DSR 36-UP 44 36 4,0 42 39,5 6,0 2 8
DSR 40-UP 48 40 4,0 46 43,5 6,0 2 8
DSR 45-UP 53 45 4,0 51 48,5 6,0 2 8
DSR 50-UP 58 50 4,0 56 53,5 6,0 2 8
DSR 55-UP 63 55 4,0 61 58,5 6,0 2 8
DSR 56-UP 64 56 4,0 62 59,5 6,0 2 8
DSR 60-UP 68 60 4,0 66 63,5 6,0 2 8
DSR 63-UP 71 63 4,0 69 66,5 6,0 2 8
DSR 80-UP 88 80 4,0 86 83,5 6,0 2 8
DSR 90-UP 98 90 4,0 96 93,5 6,0 2 8
DSR 100-UP 108 100 4,0 106 103,5 6,0 2 8

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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