I-DWR
Vedenie tyce, I-DWR HANSAVFLEX

Vlastnosti

Rychlost klzaniamax. 0,8 m/s = L

Plo3ny tlak pri 20°C 15 N/mm2; pri 100°C 10 N/mm3 |

Teplota min. -30 °C :

Teplota max. 110 °C

Média \I\//Iir:jer?lne oIIe_je To:jeranz F[;I'oleratce
odné emulzie

Montaz vlozte do drazky 7 4‘3’05 'l?;m

Material Acetatova zivica + sklené vlakno

Poznamka

Kalkulacia priecnej sily; F=pxD xLxn
F= maximalna priecna sila (N)

p= Maximalny plosny tlak (N/mm2)

D x L= premietnuta plocha (mm2)

n= Pocet krizkov

Popis

jednoduché spracovanie drazky na zabudovanie a montaz

vysoka nosnost’

Nizky faktor opotrebovania a nizky koeficient trenia (od 0,05 do 0,1) dodava sa vo viacerych rozmeroch.

Pokyny pre objednanie

Vodiace kruzky s priemerom 20 az 510 mm mdzeme vyhotovit’ v kratkom Case.

Vyrobok
Oznacenie D: o] D
(mm) (mm) (mm)
I-DWR 18-2-9.6 22 18 9,60
I-DWR 20-2-9.6 24 20 9,60
I-DWR 25-2-9.6 29 25 9,60
I-DWR 28-2-9.6 32 28 9,60
I-DWR 30-2-9.6 34 30 9,60
I-DWR 30-3-9.6 36 30 9,60
I-DWR 32-2-9.6 36 32 9,60
I-DWR 32-3-10 38 32 10,00
I-DWR 34-2-9.6 38 34 9,60
I-DWR 35-2-9.6 39 35 9,60
I-DWR 35-2-12.8 39 35 12,80
I-DWR 35-3-9.6 41 35 9,60
I-DWR 36-2-9.6 40 36 9,60
I-DWR 36-3-9.6 42 36 9,60
I-DWR 38-2-9.6 42 38 9,60
I-DWR 38-2-18 42 38 18,00
I-DWR 40-2-9.6 44 40 9,60
I-DWR 40-3-9.6 46 40 9,60
I-DWR 40-3-12.8 46 40 12,80
I-DWR 42-3-9.6 48 42 9,60
I-DWR 44-3-9.6 50 44 9,60
I-DWR 45-3-9.6 51 45 9,60
I-DWR 45-3-12.8 51 45 12,80
I-DWR 48-3-9.6 54 48 9,60
I-DWR 50-3-9.6 56 50 9,60
I-DWR 50-3-12.8 56 50 12,80
I-DWR 53-3-9.6 59 53 9,60
I-DWR 55-3-9.6 61 55 9,60
I-DWR 55-3-12.8 61 55 12,80
I-DWR 56-3-12.8 62 56 12,80
I-DWR 60-3-12.8 66 60 12,80
I-DWR 63-3-12.8 69 63 12,80
=i
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I-DWR
Vedenie tyce, I-DWR HANSAVFLEX

Vyrobok
Oznacenie D: d D
(mm) (mm) (mm)

I-DWR 65-3-12.8 71 65 12,80
I-DWR 70-3-12.8 76 70 12,80
I-DWR 75-3-12.8 81 75 12,80
I-DWR 75-3-19.2 81 75 19,20
I-DWR 76-3-12.8 82 76 12,80
I-DWR 78-3-25 84 78 25,00
I-DWR 80-3-12.8 96 80 12,80
I-DWR 90-3-12.8 96 90 12,80
I-DWR 100-3-12.8 106 100 12,80
I-DWR 105-3-12.8 111 105 12,80
I-DWR 105-3-19.2 111 105 19,20
I-DWR 110-3-12.8 116 110 12,80
I-DWR 110-3-25.75 116 110 25,75
I-DWR 115-3-12.8 121 115 12,80
I-DWR 125-3-12.8 131 125 12,80
I-DWR 130-3-12.8 136 130 12,80
I-DWR 145-3-12.8 151 145 12,80
I-DWR 160-3-19.2 166 160 19,20
I-DWR 200-3-19.2 206 200 19,20
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