PWU

HANSAVFLEX

Stierka, PW-U
Vlastnosti
Rychlost klzaniamax. 0,5 m/s L -
Teplota min. -30 °C ELLC\ i Dﬁj
Teplota max. 80 °C '
Média Mineralne oleje
Montaz lisuje sa do otvorenej drazky Toleranz / Tolerance
Material (1) Puzdro: Ocel 4l D L

(2) Stierka: PUR h11 Hg +0,20
Pouzitie Hydraulika 0
Popis

Mala potreba miesta
Vysoka a odolnost’ voéi oteru
Jednoduché rieSenie.

Vyrobok
Oznacenie d D: D
(mm) (mm) (mm)
PW 20-U 20 32 6,0
PW 22-U 22 34 6,0
PW 25-U 25 37 6,0
PW 30-U 30 42 6,0
PW 35-U 35 47 7,0
PW 40-U 40 52 7,0
PW 45-U 45 57 7,0
PW 50-U 50 62 7,0
PW 55-U 55 69 8,0
PW 60-U 60 74 8,0
PW 65-U 65 79 8,0
PW 70-U 70 84 8,0
PW 75-U 75 89 8,0
PW 80-U 80 94 8,0
PW 85-U 85 99 8,0
PW 90-U 90 104 8,0
PW 95-U 95 109 8,0
PW 100-U 100 114 8,0
PW 105-U 105 121 9,0
PW 110-U 110 126 9,0
PW 120-U 120 136 9,0

Napriek co najstarostlivejSej kontrole nemézZeme vylucit chyby a nepreberame Ziadnu zaruku za zahrnuté udaje.
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