SWP
Stierka, SWP HANSAVFLEX
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Material (1) Puzdro: Ocel =

(2) Stierka: PUR a=02L

Pouzitie Hydraulika
Popis

Mala potreba miesta
Vysoka a odolnost’ voci oteru
pre zemné zariadenia a t'azké pracovné podmienky

Vyrobok
Oznacenie o] D: D
(mm) (mm) (mm)
SWP 25 38 25,0 38,0 7,5
SWP 30 40 30,0 40,0 4,0
SWP 30 43 30,0 43,0 7,5
SWP 35 45 35,0 45,0 4,0
SWP 35 50 35,0 50,0 7,5
SWP 36 48 36,0 48,0 6,0
SWP 38 50 38,0 50,0 7,5
SWP 40 50 40,0 50,0 4,0
SWP 40 52 40,0 52,0 6,0
SWP 45 55 45,0 55,0 4,0
SWP 45 60 45,0 60,0 7,5
SWP 50 60 50,0 60,0 4,0
SWP 50 65 50,0 65,0 7,5
SWP 55 65 55,0 65,0 3,2
SWP 55 68 55,0 68,0 4,0
SWP 55 70 55,0 70,0 7,5
SWP 56 70 56,0 70,0 7,5
SWP 60 70 60,0 70,0 7,0
SWP 60 75-1 60,0 75,0 4,0
SWP 60 75 60,0 75,0 7,5
SWP 63 78 63,0 78,0 7.5
SWP 65 80-1 65,0 80,0 5,0
SWP 65 80 65,0 80,0 7.5
SWP 70 80 70,0 80,0 5,0
SWP 70 84 70,0 84,0 7,5
SWP 70 85-1 70,0 85,0 4,0
SWP 70 85 70,0 85,0 7,5
SWP 71 86 71,0 86,0 5,0
SWP 75 90 75,0 90,0 7.5
SWP 75 95 75,0 95,0 10,0
SWP 76 96 76,5 96,5 10,0
SWP 80 94 80,0 94,0 8,0
SWP 80 95-1 80,0 95,0 5,0
SWP 80 95 80,0 95,0 7,5
SWP 80 100 80,0 100,0 10,0
SWP 85 100 85,0 100,0 10,0
SWP 85 105 85,0 105,0 10,0
SWP 90 104 90,0 104,0 8,0
SWP 90 105 90,0 105,0 6,0
SWP 90 110 90,0 110,0 10,0
SWP 95 115 95,0 115,0 10,0
SWP 100 115-2 100,0 115,0 4,0
SWP 100 115-1 100,0 115,0 6,5
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SWP
Stierka, SWP HANSAVFLEX

Vyrobok
Oznacenie d D: D
(mm) (mm) (mm)
SWP 100 115 100,0 115,0 7.5
SWP 100 120 100,0 120,0 10,0
SWP 105 120 105,0 120,0 7,5
SWP 110 125 110,0 125,0 9,0
SWP 110 130 110,0 130,0 10,0
SWP 115 130 115,0 130,0 7,5
SWP 120 140 120,0 140,0 10,0
SWP 130 145 130,0 145,0 7.5
SWP 160 175 160,0 175,0 10,0
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